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OTRACT FROM THE MINUTES OF A MEETING 
OF THE BOARD OF DIRECTORS, HELD ON THE 
t2TH JUNE, 1878. 

Hesolved : — 

"That the Code of Rules and Regulations now 
submitted be, and the same is, hereby approved and 
adopted for the guidance and instruction of the 
Officers and Men in the seiTice of the London, 
^Chatham, and Dover Railway Company, from the 
1st July next, and that all Rules and Regulations 
inconsistent with the same be cancelled from that 
date." 

" That every person in the Service, whose duties 
are affected by these Regulations, do keep a copy of 
them on his person while on duty, under a penalty 
of Five Shillings for neglect of the same." 



JOHN MORGAN, 

Secretary/, 




RULES AND EEGULATIONS 

TO BE OBSEBVED BY 

ALL PEESONS IN THE SERVICE 

OF THE 

LONDON, CHATHAM, AND DOVER 
RAILWAY COMPANY. 



These Rules and Regulations have^ with the ew-- 
ceptions re/erred to below^ been agreed to by- 
all Railway Companies parties to the Rail- 
way Clearing ffouse^ and apply to . the 
London^ Chatham^ and Dover Railway 
Company^ s Line^ whether in respect of their 
own Trains or Servants^ or those of other 
Companies running over their Line. The 
Servants of the London^ Chatham^ and 
Dover Railway Company working over the 
Lines of other Companies will be bound by 
the Railway Clearing House Regulations^ 
except in cases where the owning Company 
have any exceptional rule^ in which case they 
will be bound by the Rules of that Company. 
Note. — The exceptions are printed in dis- 

tinctive iype^ thus : — 

10 a. The rervaxts of the Comp^vxy are re- 
quired TO JOIN ANY INSURANCE OR BENEFIT ROCIETT 
ESTABLISHED BY THE AUTHORITY OF THE COMPANY, 
AND TO BE BOUND BY THE RULES THEREOF. 



EULES AND REGULATIONS 

TO BE OBSERVED BY 

ALL PEESONS IN THE SEEYICE 

OF THE 

LONDON, CHATHAM, AND DOVER 
RAILWAY COMPANY. 



GENERAL REGULATIONS. 



1. Every person employed by the Company must condition* 
devote himself exclusively to their service, residing at ° ^"^"^"^ 
whatever place may be appointed, attending at such 

hours as may be required, paying prompt obedience to 
all persons placed in authority over him, and conforming 
to all the fiules and Regulations of the Company. 

2. Every Station Master, Inspector, Engine Driver, Rcpu]ati<M» 
Fireman, Guard, Signalman, Policeman, Ticket Col- Smc-tewe *^ 
LECTOR, Ganger, Foreman, Shunter, Yardman, and Gate- su^uwl"^ 
man, and also every Clerk and Porter connected with 

the working of the Eailway, is to be supplied with, and 
shall have with him when on duty, and produce when 
required, a copy of these Bules and Regulations, and of 
the Working Time Table for the current month, 

B 



2 GENERAL REGULATIONS. 

iteguiations 3. Although the Rules and Regulations given here— 
luujt know after under diflferent heads are made specially for the- 
and comply Q][)ggj^ance of the servants employed in doing the work 
required by such Rules and Regulations, yet every such 
person must make himself thoroughly acquainted with^ 
and will he held responsible for a knowledge of, and 
compliance with, the whole of them. 

miJta^ist ^' ^^^^ servant is required to assist in carrying out 
ill carrying the Rulcs and Rcgulations, and must immediately report 
filiations, to his supcrior oflScer any infringement thereof, or any 

occurrence affecting the safe and proper working of the- 

traffic which may come under his notice. 

T.oHt copies 5. Any servant of the Company who may have lost 

must Ixj rC" a •» • 

lUiujca. his copy of the Rules and Regulations, or Time-table, i» 
required immediately to obtain another copy from his- 
superior officer. 

i^^J^ ^ ^*' "^^ address of each person employed in the work- 
ing of the railway must be registered at the station to 
which he is attached, or at which he is paid, and must be 
posted in the station master's office, so that, if required 
in cases of emergency, the men may be readily found.. 
Any change of address must be notified to the station 
master, in order that the record may be kept perfect. 

Ai»scncc 7. No servant is allowed, under any circumstances, to- 

<«Tchkngc of, absent himself from duty, or alter his appointed hours of 
attendance, or exchange duty with any other servant^ 
without the special permission of his superior officer. In 
case of illness, he must immediately report the circum- 
stance to his superior officer. 

iTniform - 8. Evcry person receiving uniform is to appear in it^ 

<^"off*" when on duty, clean and neat, with the number and 

badge perfect ; and if any article provided by the Company 

shall be damaged by improper use, he will be required 
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to make it good. No servant is allowed to convert to Property of 
Ms own use any article the property of the Company, not to^ST"^ 
and, if guilty of such misconduct, he will be severely Sny^jSswJs 
punished. °^^- 

9. The conduct of all servants must be prompt, civil, conduct ©f 
and obliging. They must at all times afford every proper 
facility for the business to be performed, be careful to 

give correct information, and when asked, give their 
names OR numbers without hesitation. 

10. All officers, clerks, and persons holding situations ^^^^^, 
of trust, will be required to find security for their faith- vice. 

ful services, the amount and conditions of which security 
will be stated upon appointment. 

10 a. The servants of the Company are re- 
quired TO JOIN ANY INSURANCE OR BENEFIT SOCIETY 
ESTABLISHED BY THE AUTHORITY OF THE COMPANY, 
AND TO BE BOUND BY THE RULES THEREOF. 

11. No officer or senant of the Company is allowed Travelling 

*■ •^ without 

to travel on the railway, unless provided with a proper passes tor- 
ticket, or free pass ; nor is he allowed to nde on the m^ung on 
engine, or in the break-van, or in any vehicle in which 3"^%?'' ^" 
luggage or parcels are conveyed, unless in the execution without spe- 
of his duty, without written permission from the properly nty, for- 
authorised officer of the Company. 

12. No Guard, Engine-Driver, Fireman, Signalman, Refreshment 
Policeman, Porter, or other ser^•ant of the Company, while teX'gwith- 
on duty, is allowed to enter a Station Refreshment-Room, ^JiS^i^i 
except by permission of the Station Master, or person in 'o^****^*^®"- 
charge of the Station. 

13. No money or gratuity, in the shape of fee, reward, Fees or gra- 

or remuneration, is allowed to be taken from passengers, notSac- 

©r other persons, bv anv servant of the Companv, under ******** 
b2 
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any pretence whatever, even although the regular hours 
of duty shall have expired. 

Tradinff 1^. No Servant of the Company is allowed to trade, 

forbid^- ^ '^ * 



uen. 



either directly or indirectly, for himself or others. 



^JSSuS? ^^' '^^^ Company i*eserve the right to punish any 
servant by immediate dismissal, fine, or suspension from 
duty, for intoxication, disobedience of orders, negligence, 
misconduct, or absence from duty without leave ; and to 
deduct from the pay of their servants, and retain the 
sums which may be imposed as fines, and also their wages 
during the time of their suspension, or absence from duty 
from any cause. 

Jf*!!3?tt^" ^^' ^^ servant is allowed to (juit the Company's 
requisite, scrvicc witliout giving the notice required l)y the tenns 
of his engagement. 

On leaving 17. Wlicu a mau Icavcs the service, he must immc- 

form aiiri all diatcly dcHvcr up his uniform and all other articles 

theCompwiy belonging to the Company, and no money due for wages 

tumedT to any man leaving the service will be paid until his 

clothing, book of rules, lamps, flags, tools, detonators, and 

all other articles, the proi)erty of the Company, whicli 

may have been supplied to him, shall have been delivered 

up in aecordance with the Company's regulations. If not 

delivered up, or if any article be missing, or be damaged 

by improper use, the cost of such articles, or of the repair 

of such damage, shall be a debt due from the man to the 

Company, and may be deducted from any pay then due, 

or, if such pay be found insufficient to meet the claim, 

will become a debt recoverable at law. 

Testimonials 18. EVERY APPLICANT FOR EMPL0Y3IEKT MUST PUO- 

ftnd letters 

of reoom- DUCE HIS ORIGINAL TESTIMONIALS FOR INSPECTION, BUT 

THESE WILL NOT RE RETAINED BY THE COMPANY. 



general regulations. 5 

Copies op the same in the applicant's own hand- 
writing MUST BE LEFT WITH THE COMPANY. 

19. All servants must exercise proper care in getting ^Q^^fJ^d- 
between vehicles for the purpose of coupling or uncoupling ciestocoupie 

^ * X o X o or uncouple 

them. them. 

20. No trespassing on the railway must be allowed, o^Sn^^ 
and no person must be permitted to walk on the line, 

unless provided with written or printed permission to do 
80, signed by a properly authorised officer of the Company. 
In the event of any person trespassing, and refusing to 
quit when requested to do so, the name and address of 
such person must be obtained, and the circumstances re- 
]K>rted to the nearest station master. 

21. Special Trains or Engines have frequently to be special 
run without previous notice of any kind, it is therefore >vithout 
necessary for the staff along the line to be, at all times, 
prepared for extra trains or engines. 

22. The safety of the pubUc must, under all circum- ^JJlt k?-*^ 
stances, be the chief care of the servants of the Company, portance. 

23. Wherever the term " Main Line " is used, it means "^^^^ ^^e" 

' means run- 

the running line of any railway, or branch. ningUne. 

Whenever the word " Train " is used, it must be under- "Trata" 

' includes 

fitood to include "Light Engine," i,e.y engine without a "Light En- 
train. 
Whenever the words "Goods Train" are used, they "Goods 

Tm.in " in 

must be understood to include " Goods, Mineral, Cattle, eludes 
and Ballast Trains." eratcattie/ 

and Ballast 
Trains. 
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UNIFORM TIME 

TO BE 

KEPT BY GUARDS, AND AT ALL 

STATIONS. 



Greenwich 24. Greenwich time which is adopted throughout all 
dauy. the railways in Great Britain, will be sent to the prin- 
cipal stations daily, by telegraph, in accordance with the 
cio^tobe special regulations on the subject, and clocks must be 
regulated accordingly. 

insiaractions. 25, In order to insure uniform time being kept at all 
the stations on the line, to which time is not telegraphed, 
the following regulations must be strictly observed : — 

(a,) Each guard must, before starting on his jour- 
ney, satisfy himself that his watch is correct with 
the clock at the station from which he starts, and 
must again compare it, and regulate it if necessary, 
by the clock at the station where his journey 
ends, before commencing his return journey. 

(Z>.) The guard in charge of the first passenger 
train (starting after 10.0 a.m.) stopping at all 
stations on the portion of the main line or 
branch over which it runs, must, on his arrival 
at each station, give the station master or other 
person in charge the precise time, in order that 
the station clock may be regulated accordingly ; 
and, in the event of the time given by the guajrd 
differing from that of the station clock, the latter 
must be altered to agree. 



SIGNALS. 7 

(c,) The station masters will be held responsible 
for keeping their clocks properly regulated in 
accordance with this order, and must at once 
report to the superintendent of the line any 
serious defects that may occur in their working, 
in order that the necessary steps may be taken for 

, their immediate repair 



SIGNALS. 

•26. BED is a signal of " DANGER ''—STOP. Description. 

GREEN is a signal of " CAUTION "-GO 
SLOWLY. 

WHITE is a signal of "ALL RIGHTS- 
GO ON. 



HAND SIGNALS. 



27. These signals will be made by hand, or with flags Hand si^- 



3)y day ; and with lamps by night, or in foggy weather. 



nals. 



^8. In the absence of Flags— 

l\f^(# Danger Sig"- 

Both arms raised above the AllIlR "^ 

head denotes " Danger," thus : — 




8 
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Caution 
Signal. 



One arm raised above the 
head denotes " Caution," thus: — 




All Ttight 
higrna]. 



One arm held in a horizontal 
position across the Une of rails 
denotes « All Eight," thus :— 




cauuonsig- 29. lu the absence of a green light, a white light 
U?veTi^bya wavcd slowlj from side to side denotes '* Caution," — 

v'hitc 4'bt. Go slowly. 



Any light 
moVed np 
Aiul down 
*ir waved 
violently 
4lenotCB 
•.Danger." 

HA)id Sig- 
nals must ))C 
licld in the 
Jiand. 



80. In the absence of a red light, any light movecf 
up and down or waved violently, denotes " Danger,"— 
Stop. 

31. Hand-Lamps and Hand-Flags, when used b» 
signals, must always be held in the hand, and not placed 
upon, or stuck into the ground. 



FIXED SIGNALS. 
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FIXED SIGNALS. 

32. Fixed Signals cK)nsist of Home Signals, Distant 
Signals, and Starting Signals. 

33. On the majority of Lines Semaphoke Signals are 
adopted, but other forms of Signals are used as Home 
and Distant Signals by some companies. 

84. The Semaphore Signals are constmcted with arms 
for day signals, and lamps for night. 

The signal is invariably made by the arm on the left 
hand side of the post, as seen by the driver of an ap- 
proaching engine. 



Fixed Sig- 
nals oonsist 
of Home, 
Distant, and 
Starting 
Signals. 

Semaphore 
Signals 
adopted on 
majority of 
Lines. 

Semaphore 
Signals 
shown from 
left hand side- 
of post. 



35. The "Danger Signal" is shown 
in the day time by the arm on the left 
hand side of the post being raised to the 
horizontal position, thus :— 

and by the exhibition of a red light by 
night. 



?> 



Semaphore 

Danger 

Signal. 






8G. The " Caution Signal " is shown 
in the day time by the arm on the left 
hand side of the post being placed half 
way to the horizontal position, thus : — 

and by the exhibition of a green light 
by night. 




Semaphore- 
Caution 
SignaL 



•g^ 



10 



GENERAL EEGULATIONS. 



flemaphore 

AUBiglit 

Signal. 



87. The " All Right Signal " is shown 
in the day time by the arm on the left 
hand side being lowered to the post, 
thus : — 

and by the exhibition of a white light 
by night. 




HOME SIGNALS. 



Home Sig- 
jials. 



Home Sig- 
nals at 
•Juuctions 
not to be 
))a8ne(l at 
■*' Danger." 

Trains re- 
quired to be 
brought 
x^itliin such 
SignalA. 



38. Home Signals are placed at Stations, Junctions^ 
Sidings, and Signal Boxes, and when at " Danger " no 
train or engine must pass them, or foul the crossings or 
points to which they apply, except as prescribed in Regu- 
lations 41 and 49. 

Home Signals at Junctions are, qb a rule, so placed as 
to indicate by their positions the Lines to which they 
apply. 

39. Home Signals at Junctions must never be passed 
when at '* Danger." 

AVhen a train has stopped at a Junction Home Signal, 
and it is necessary to bring the train within the Home 
Signal before the section ahead is clear, the signalman 
may, where a Starting Signal is provided, and that sig- 
nal is at " Danger," lower the Home Signal for the train, 
to draw ahead. The engine-driver of any train which 
has been thus stopped at a Junction Home Signal must 
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:after that signal has been lowered, go slowly forward as 
far as the line is clear towards the Staiting Signal, but 
most not pass that signal until it is lowered. 

40. Home Signals at Stations, Sidings, and Signal Home sig- 
Boxes (other than at Junctions), where there are Starting than at ^^ 
Signals, must never be passed when at " Danger." nSt to be* 

__^_ Dassed at 

When a train has been stopped, or brought nearly to a "Danger," 
stand at the Home Signal of a Station, Siding, or Signal- ara starting 
box (other than at Junctions) where Starting Signals are ^^^ _ 
provided, and it is necessary to bring it within the Home quired to i» 
Signal before the block section ahead is clear, the signal- ^\ithin sucu 
man may, if the Starting Signal is at " Danger," lower n^^^ ^" 
the Home Signal for the train to draw ahead. 

The engine-driver of any train which has been thus 
stopped or brought nearly to a stand at a Home Signal, 
must, after that signal has been lowered, go slowly for- 
ward as far as the line is clear towards the Starting 
Signal, but must not pass that signal until it is lowered. 

In the case of a Short Train or Light Engine, the shon Traiii 
engine-driver must only proceed so far as is necessary to Engine. 
leave the last vehicle well clear of the points and crossings, 
and within sight of the signalman. 

41. Home Signals at Stations, Sidings, and Signal- ^^*j^®^,^f" 
boxes (other than at Junctions), where Starting Signals than at 
are not provided, must never be passed when at " Danger," ^^Sre there 

. J. 11 are no Start* 

except as follows : — lug signals. 

"When a train has been stopped, or brought nearly to a q^^dJ^be 
stand at the Home Signal, and it is necessary to draw it ^^^^55?^ g^^^ 
-within such signal before the line ahead is clear, the Home sig- 

nals 

•engine-driver must, on receiving verbal instructions from 

the signalman, draw past the Home Signal so as to 

l)ring Lis train under its protection ; if the sig- 
nalman is too far from the engine-driver to be able to 
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communicate verbally with him, the engine-driver must^ 
upon the receipt of the necessary signal by hand-lamp 
or flag from the signalman, pass the Home Signal, and 
draw cautiously towards the signal-box as far as the line 
is clear, and there await the verbal instructions of the 
signalman. The Hand Signals for this purpose must be 
given only by a green light or a green flag. 



Distant 
Signal). 



DISTANT SIGNALS. 

42. Distant Signals are fixed at a considerable dis- 
tance from the point at which the Home Signal is placed^ 
and are worked by a wire. They are constructed to ex- 
hibit the "Danger" and "All Right" Signals only, 
except in some cases where they are constructed to 
exhibit the " Danger " and " Caution " Signals only. 



:2Bmdk 



peof 43. Where the semaphores are used 

Armswiion as Distant Signals, the arms are con- 

nsedasDin- , x j i.r 

tant Signals. StrUCtCQ tnUS : — 




Home and 
Distant 
Signals on 
same post. 



44. When it is found necessar}' to place the Distant 
Signal arm from a box in advance, on the Home or 
Starting Signal post of the box in the rear, the Distant 
Signal must be the lower, and the Home or Starting 
Signal the upper arm of that post. 



DISTANT SIGNALS. 13 

45. Distant Signals must be placed at " Danger " im- S^ft^^^ 
mediately they are passed by a Train or engine, and must 

not, where the block working is in operation, be again 
taken off, except as prescribed by the Block Telegraph 
Eegulations. They must also be placed at "Danger," 
whenever any obstruction or danger exists upon the Line 
they are intended to protect, and the Danger Signal must 
remain exhibited until the obstruction or danger is re- 
moved. 

46. Whenever the Distant Signal is at "Danger," use of ho 
the Danger Signal must also be exhibited at the Home *^" 
Signal, except that in the case of an approaching train 

for which both the signals have been taken off, the 
Distant Signal must be placed at " Danger " as soon as 
the engine of the train has passed it, and the Home 
Signal be allowed to remain at "All Right" or 
*' Caution," as the case may be, until the train has 
passed it, or has been brought to a stand. 

When a Home Signal has been lowered for the passing 
of a train, it must not (except in case of accident or ob- 
struction) be again placed at " Danger," until such train 
has been brought to a stand, or has passed within the 
Home Signal. 

47. When an engine-driver finds a Distant Signal at observaiK 
" Danger," he must immediately shut off steam, and signals, 
reduce the speed of his train, so as to be able to 

stop at the Distant Signal Post; but if he sees 

that the way in front of him is clear, he must proceed 
slowly and cautiously within the Distant Signal, having 
such control of his train as to be able to stop it 
short of any obstruction that may exist between 
the Distant Signal post and the Home Signal, and must 
bring his train to a stand as near the Home Signal as 
•the circumstances of the case will allow. 
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STARTING SIGNALS. 

si^irnotto ^^' ^^ere Starting Signals are used, they are plaoedf 

S®p^^^^?* in advance of the home signals of the station, junction, 

or other post to which they apply, and are intended to 

control the departure of trains into the section ahead. 

Starting Signals must never be passed when at '* Danger. '* 



SmTaiui'* 49. Home, Distant, and Starting Signals apply only^ 
starting to traius or engines running in the proper direction on 
oniyto trains the main liucs, and must not be used for any other 

running in m • • • • ai 

the proper purposc. Trams or engines running m the wrongs 
d rection. ^jj.g(;|jiQn qj^ either line must be signalled past the Home- 
Mode of sig. Signal by hand-lamp or flag. Trains or engines shunt- 
during ing from one main line to the other, or shunting into, or- 
anato"rain8 out of, sidiugs conuectcd with the main line, must, unless 
™ng§i*^. special signals are provided for the purpose of signalhng- 
tious. g^^l^ operations, be signalled past the Home Signal, either- 

verbally, or by hand-lamp or flag, as occasion may 
require ; it being necessary, in such cases, that the Danger 
Signal should be exhibited at the Home Signal, as well 
as at the Distant Signal, for the protection of the train* 
or engine so employed. 

Defective 50. Every station master, signalman, gateman, or 
t«m*p*orary Other pcrson must, in the event of any Home, Distant, or 
mSts^untii Starting Signal under his charge becoming defective,, 
ortcr/" strictly carry out regulation 149, and a competent man,, 
or, if necessary, two or more competent men, must be 
selected, provided with the necessary Hand Signals and 
Detonators, and appointed to signal in lieu of such defec- 
tive Signal, until it is again in proper working order. 
Where the circumstances of the case admit of such an 
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arrangement, the station master must select proper men 
from his own staflF for the purpose ; but where this 
cannot be done, he must apply to the nearest ganger for 
competent platelayers. 

51. The absence of a Si-gnal at a place ivJiere a Signal signal not 
is ordinarily shown^ or a Signal imperfectly exhibited, must imperfeotij 
he considered a Danger Signal, and treated accordingly, and ^ "'^ 
the fact reported to the Signalman or Station Master. 



DETONATING SIGNALS. 

52. Every guard, signalman, engine-driver, gateman, Detonators 
foreman of works, and ganger of platelayers, will be 
provided with packets of Detonators, which they are 
always to have ready for use whilst on duty ; and every 
person in charge of a station must keep a supply of these 
signals in a suitable place, known by, and easy of access 

at all times to, every person connected with the station. 

All the persons above named will be held responsible 
for keeping up the proper supply of Detonators. 

53. These Signals must be placed on the rail (lable how to be- 
upwards) by bending the clasp round the upper flange of rau. 

the rail to prevent their falling oflP. When an engine 
passes over a detonator, it explodes with a loud report, 
and the engine-driver must instantly shut oflP steam, and Train to be 

, *^ . • stopped on 

bring his engine to a stand, and then proceed cautiously explosion o 
to the place of obstruction, or until he receives an " All 
Bight " signal. 

54. Detonators must be carefiilly handled, as they are ^J^^ 
liable to explode if roughly treated. It is necessary to handled. 
keep them well protected from damp. At intervals of 

not more than two months, one from each person's stock ^^^^* 
must be tested, to insure that they are in good condition. 
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TRAIN SIGNALS. 



jctive 55. For the information of stations masters and sig- 
^ ' nalmen, each engine must carry the distinctive Head 
Lights, or Discs, prescribed by the Company. 

Side, 56. After sunset, and during foggy weather, every 
B^^ter engine must carry the necessary Head Lights, and, whea 
^' running alone, a Red Tail Light also ; and every traia 

must carry a Red Tail Light and two Red Side Lights in 

the rear of the Ti'ain. 

amp to 57. Every train travelling on the line must have a 
te last rpg^ij Lg^jjjp attached to the last vehicle, by day as well as 

by night. The lamp need not be lighted in the day 
time, except during foggy weather or snowstorms, bufc 
its presence in the rear of each passing train will furnish 
evidence to every signalman along the line that no 
portion of the train has become detached on the road. 

eTau 58. Engines, when running on the main line without 
a train, must carry a Tail Lamp in the rear both by day 
and by night. 

Engines assisting trains in the rear must carry a Tail 
Lamp. 

Engines drawings trains must not cany any Tail 
Lamp in the rear. 

In the case of two or more engines running coupled 
together without a train, the last engine only must 
carry a Tail Lamp. 

59. A Special Train to follow, is indicated by the 
preceding train carrying on the last vehicle a Red Boai*d 
or a Red Flag by day, and an additional Red Tail Lamj> 
by night, but as special trains or engines have frequently 
'* to be run without previous notice of any kind, . it ia 
necessary for the staff along the line to be, at all times, 
prepared for such extra trains or engines. 



fol- 



1 

rtm 
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€0. Where Trains run on Parallel Lines, special girauei 
regulations for Head, Side, and Tail Lights will be speciairegu- 
made, when necessary, to meet the circumstances or Head, side. 

, andTaU 

each case. Lights, 



SIGNALLING IN FOGGY WEATHER 

OB 

DURING SNOW STORMS. 



61. Diuing foggy weather or snow storms, it is the station 
duty of the Station Master to take care that Fog-signal- responsible 
men are employed, when necessary, at all the places where Sg pjgl°^' 
their services are required, and, where platelayers are whoever" 
employed for the purpose, to arrange beforehand with necessary. 
the Inspector of Permanent Way for the district, the 
platelayers who are to act as Fog-signalmen at the 
various posts. 

62. In the event of a fog or snow storm occurring Fog, or 
during the day, between 6.0 a.m. and 8.0 p.m., the men S daytime! 
appointed for the purpose must at onc»e report themselves 

to the Station Master, and take his instructions ; those 
who have to take duty at junctions or intermediate sig- 
nal boxes away from a station, must report themselves 
to the signalman on duty at the respective boxes. 

63. Wlien it is necessary to employ Fog-signalmen Employment 
during the night, between 8.0 p.m. and 6.0 a.m., the Station signiSKenin 
Master must arrange to have the men called, and sent to *^® ^^^^ 
their respective posts. If the Fog-signalmen become 
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aware from their own observation, or from information 
given to them, that their services are required during the 
night, or at any other time when off duty, they must at 
once report themselves to the Station Master, or to the 
signahnan at any junction or intermediate signal-box 
away from a station, without waiting to be called ; but 
this will not relieve the Station Master from the responsi- 
bility of sending for the Fog-signalmen when necessary. 

iKAMs C^' -^ list of the names and addresses of the Fog- 
.J^JSi-*'* signalmen, showing the post to which 6ach man is 
'• appointed, must be kept exhibited in a conspicuouR 

position in the station master's office, signalman's box, 

or other convenient place. 

Ides sup- C5. Each Fog-signalman must, before proceeding to 
itowu*" ^^^ P^^^» ^^ supplied with Detonators (not less than 24), 
a Hand Signal Lamp, trimmed and lighted, and a Red 
all oi and a Green Flag. If signalling for a Distant Signal, he 
must place himself outside the signal in connection with 
which he works, and as far from it as is consistent with 
his keeping it well in sight; and whenever a train or 
engine has passed him in the direction of the box from 
which the signal is worked, or whenever the signal is 
placed at ** Danger," he must immediately fix two Deto- 
nators, ten yards apart, on one rail of the line for which 
he is signalling, and when he is satisfied that the train or 
engine has gone forward, that the line is clear, and the 
Distant Signal lowered, he must remove the Detonators. 
If he becomes aware of any obstruction existing on the 
line in the immediate neighbourhood of the signal for 
which he is signalling, either from a train or engine not 
having gone forward, or from any other cause, he must 
leave the Detonators on the rail, and go back along the 
line (showing a red light with his hand-lamp) a saflSdcnt 
distance to protect sndi obstruction, and must there place 
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-on one rail of the line for which he is signalling two 
Detonators, ten yards apart, and return to within sight of 
the Distant Signal ; and when he is satisfied that the ob- 
struction has been removed, he must go and take up the 
more distant Detonators, and return to his post. 

When Fog-signalmen are employed in connection with 
Home Signals, they must place two Detonators on one 
rail of each line for which the signal is at '* Danger," 
«nd carry out any instructions they may receive from the 
signalman on duty. 

Guards must in all cases act strictly in accordance with puarfsBf* 

__ _ _ •'__ _to rely en 

Rules 218 and 219, and must not depend upon Fog- Fog^^nat. 
signalman for the protection of their trains. tection €tf^ 

trains. 

66. A suflScient supply of Detonators for the use of netonatww 
the Fog-signalmen must be kept at the stations and in statioiw^anA 
the Signal Boxes in connection with which the men are Boxelf*^ 
•employed. If the number first supplied to the men is 

hkely to become soon exhausted, they must communicate 
with the nearest Station or Signal Box, and obtain a 
further supply. 

67. The Station Masters (when Porters are employed), ReUcf-menu 
or Inspectors of Permanent Way or Gkmgers (when Plate- 
layers are employed), must arrange for Relief-men, should 

the fog or snow storm continue ; and if the Fog-signalmen RefreRh- 
^re out more than six hours, arrangements must be made p^^i^L^- 
by the Station Masters for furnishing them with needftd ™®^ 
refreshments. 

68. The Station Master must, in all cases, satisfy station 
himself that the Fog-signalmen have duly proceeded to m^^wL- 
their respective posts, when it is necessary for them to do f^.^^ 
«o ; and where the Fog-signalmen are numerous, a com- SSr^JiS. 
petent man must be appointed to visit them at their posts, 
«nd see that ihey are properly performing their duties, 

C2 
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««ppiyof and are supplied with the necessary signals, furnishing" 
*" * them with a further supply of Detonators if required. 

Tiompa tobe 69. In foggy Weather or snow storms, when the Day 
^^'''^'' Signals cannot be seen plainly, the Signal Lamps must 
be lighted, and kept burning. 

69 a. During fogs and snow storms all plat- 
form LAMPS AT THE STATIONS BETWEEN WANDSWORTH 

KoAD, Herne Hill, and Snow Hill, inclusive^ 

MUST BE KEPT ALIGHT THROUGHOUT THE WHOLE NIGHT. 

-woridng of 70. During falls of snow the working of the apparatus. 
^JSSis^to iu connection with the signals must be frequently ex- 
i»exaiuii;ed. amiued by the Signalman, and by the Fog Signalmen when 
they are employed at Home and Distant Signals, in order 
to see that nothing interferes with the true working of 
the arms or discs, and lamps, and that the lamp glasses 
and spectacles are kept clear from snow, and also that 
the wires work freely over the pulleys. If no fog-sig- 
nalman is employed, the Ganger of the Permanent Way 
must provide for this duty being performed while the 
snow, or its effect, continues. 

Trains fo'- 71. Where the Line is not worked under the Block 
^ing cac 1 gyg|.gjjj^ jjQ Passenger Train must, during foggy weather 

or snow storms, follow a Goods Train, nor must a Fast 
Goods Train follow a Stopping Passenger Train from a 
station, nor pass a signal box where trains are ordinarily 
signalled, within fifteen minutes, nor even then, until the 
engine-driver has been properly warned of the time of 
the departure of the preceding train and where it will 
next stop. 
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REGULATIONS 

FOB WOBKING THE TBAFFIC OF A 

DOUBLE LINE, OVER A SINGLE 

LINE OF RAILS, 

DUBING 

REPAIRS OR OBSTRUCTION. 



72. When an accident, or obstruction of any kind, Accidental 
occurs on any part of the Line, it must be immediately Ste^^re?*" 
reported by telegraph, or by the most expeditious means i^'^*^*^ 
to the next Station or Signal Box on each side of the 

place where the accident has occurred, so that notice may 
be given to the engine-drivers and guards of approa^jh- 
ing trains ; also to the Heads of Departments, to the 
liocomotive Station where the Breakdown Vans for the 
district are kept, to the District Superintendent, and the 
Trafl&c Inspector for the district, arid to the Inspector of 
Permanent Way. It must also be reported by telegraph 
to those stations where the starting of other trains 
is liable to be affected by the delay caused by the 
obstruction. 

73. Should the accident block one of the Lines of when Line 
railway, so as to necessitate the passing of all up and ^ **^®*^^*^ 
down trains upon a Single Line, immediate steps must 

be taken to establish Single Line Working, when the fol- 
lowing precautions must be adopted : — 

A competent person must be appointed as Pilotman, Appoint- 
who must wear a distinctive badge, which, until the SSStman. 
regular badge can be obtained, must be a red flag tied 
round his left arm ; and no engine must enter upon any 
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portion of the Single Line without the Pilotman bein^ 
present and riding upon the said engine, unless two or 
more trains are required to follow in the same direction,, 
in which case the Pilotman must order all trains to pro- 
ceed except the last, upon the engine of which he must 
ride. If a Special Engine is supplied for the use of the- 
Pilotman, he must personally start the whole of ther. 
trains, and must follow the last train on the engina 
provided for his use. 

•le Line '^^' ^^°S^® liiue Workiug should be confined to points- 

wng. at which there are Fixed Signals with a cross-over road 

and at all times to the shortest length possible ; but in the 

nOToss- event of a cross-over road not protected by Distant and 

10 n^'ai ^^^^ Signals being used for Single Line Working, a com- 

aia, is petent man, with the necessary signals, must be placed 

at least 1,200 yards beyond the cross-over roads to signal 

in lieu of the Distant Signal, and another man (similarly 

provided) at the points to signal in lieu of the Home 

° ^t^^ Signal. Should the distance of 1,200 yards fall within a 

* yards tunnel, or close to the mouth of a tunnel nearest to the 

iiy seen obstructiou, or in any other position where, owing to the 

or. formation of the line, or some other circumstance, the 

engine-driver of an approaching train or engine would 

be unable to obtain a distinct and distant view of the 

Signal, then the Signal must be exhibited at the end of 

the tunnel farthest from the cross-over road, or at such 

a distance over and above the prescribed distance of 

1,200 yards as may be necessary to ensure the engine-^ 

driver obtaining a good and distant view of such Signal. 

IS to be 75. Three of the printed forms provided for the pur- 
.ushing pose of establishing Single Line Working must be filled 
diigl"° up and signed by the Station Master, or person in charge 

of the Single Line arrangements. One of these he must. 

deliver to the signalman in charge of the cross-over road 
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at which the Single Line Working commences ; the second 
most he retained by the Pilotman ; and the third conveyed 
by the pilotman or by a special messenger to the person 
in charge of the other end of the Single Line. So soon 
as the person who has made the arrangements for the 
Single Line Working is satisfied that they are understood, 
trains and engines may be allowed to go on to the 
Single Line under the control and by the permission of 
the Pilotman. 

Note. — It tvill generally be found most expeditious for 
the Station Master in advance of the obstruction to under- 
take the arrangements for Single Line Worhingy as he tvill 
have a clear road in the proper direction on which the PHot- 
man can make his first jommey ; the Pilotman can commence 
Single Line Working so soon as he is in possession of the 
acknowledgments from the men in charge of both ends of 
the Single Line, 

Before any train or engine is allowed to 
start on the wrong line, notice op the inten- 
tion TO work single line must be sent along the 
bailway to make sure that the line intended 
to be used is clear, and to give notice to men 
at work on it. 

to prevent delay the station master may use 
the nearest platelayer's trolley for this pur- 
pose, taking care to send it only on the right line. 

76. When Sino:le Line is to be worked, the Block Tele- suspension 
graph Working may be suspended by an order in writing Telegraph 
from the person who arranges the Single Line Working. ^®'^'*^' 

Engine 

77. No train or engine must be allowed to enter Jj^toabout 
upon the Single Line without the Engine-Driver having gj^^i^^ST' 
first been informed by the Pilotman that Sinde Line is^obein- 

- , , , " ° formed that 

bemg WOrKecL Single line 

is being 
worked. 
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Bignaiman 78. The Signalman at each end of the Single Line 
Pilotman. must know the man appointed as Pilotman, and mnsfe 
countersign the notice for Single Line Working held by 
him ; they must place their Signals at Danger, and keep 
them BO until both Lines are safe, and the ordinary work- 
ing of the traffic is resumed. 

Tranaferof 79. When both Lines are blocked and it becomes 
where both ueccssary to work trains up to the point of obstruction 

liines are ii«i/»i n n 

blocked. on both sidcs, for the transfer of passengers or any other 
purpose, Single Line Working must be arranged on both 
sides, between the nearest cross-over road and the point 
of obstruction, a Pilotman being appointed on each side, 
in accordance with these Rules. 



speed of 
Trains. 



Forwarding 
of Fas8en> 
gers. 



80. Trains or engines, when working over the Single 
Line, must be run cautiously and at reduced speed. 

81. After making the necessary arrangements for the 
safety of the passengers and trains, it will be the duty of 
the guards and engine-driTers (if no superior officer be 
present) to arrange for the passengers being forwarded as 
soon as possible, acting in strict accordance with these 
Segulations. 

Pointswiiich 82. All Poiuts which become Facing Points to trains 
F^ng running over the Single Line must be either held by a 
held or M-*^ Competent man appointed to the duty, or so secured as to 
^^^* enable the trains to pass safely over them. 



WhereCatcb 
Points. 



83. Where there are Catch Points upon the Line, 
Station Masters, Signalmen, and others must take care, 
before Single Line Working is at any time put in operation 
over such Catch Points, that a man, provided with proper 
signals, is placed at them, with special orders to remain 
there, and to hold them properly closed for the safe 
passing of each facing train, until the order for Kngle 
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Xine Working has been withdrawn, and the Double Line 
Working resumed. 

84. Engine Drivers are warned that when working Engine 
iSingle Line as above, they must not pass any Catch Points satisfy him- 
until they have assured themselves they are being held catchPointg 
properly by a man afcthe place. 

85. Should the Pilotman give up the working to change of 
:another, the name of the second Pilotman must be sub- ^***™*°- 
•stituted on new forms at both ends of the Single Line, 

but this can only be done by the person who arranged the 
Single Line Working, and he, on doing so, must collect 
and retain the orders previously issued ; and, on the re- 
sumption of the ordinary working, all orders which have 
been issued on Single Line Working must be collected 
and sent to the Superintendent of the Line. 

After one Pilotman has been relieved by another, he 
must not ride upon any engine until he resumes duty as 
Pilotman. 

Should the Signalman be changed daring the time the signalmen 
'Single Line Working is in operation, the man coming diSy. °^ 
on duty must be made acquainted, by the man going 
off duty, with the arrangement in force and of the 
person acting as Pilotman, and must countereign the order 
held by the Pilotman. 

SG. The Pilotman must accompany the first train in ^^*^p^J^ 
each direction after the Double Line has been re-opened, ^^^ec-" 

87. Whenever it is necessary, in consequence ofDouweLine 
repairs to the road or relaying, to block one of the Lines opened. 
«nd work the traffic on the other, the arrangements for ^?®^® 
conducting the traffic must be made in the same way as owing to 
laid down in the foregoing rules. relaying, 

and traffic 
worked ou 
other Line 
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(.FJwvw referred to in, Rule No. 75.) 

RAILWAY. 

SINGLE LINE WORKING DURING 

OBSTRUCTION. 



.Station, 
187 



The Line being blocked between 

.and __ , all 



traffic Tvill pass between those two places on the> 
Line. 

— ^will act as " Pilotman," and 

no engine or train is to be allowed to pass on to the 
Single Line unless he is present and personally orders 
the engine or train to start. 

This order is to remain in force until withdrawn by 
the Pilotman presenting my written authority. 

(Signed) 

To 

^ Noted by at 



*Noled by at 

* Noted by Pilotman. 

* These Signatures must be mode on the copy held by the Pilotman. 

Tlie above Form must be filled up and used whenever it is temporarily necessary to work 
the traflSc of a Double Line over a Single Line. 

Six of these Forms must be kept in a convenient place at each Station and at each inter- 
mediaie Signal-box where there is a cross>over road, so as to be available at any moment night 
or day. 

Before Single Line Working is commenced a copy of this Form must be signed by the- 
person in charge at each end, and be kept by the Pilotman, who must see that each of the mea 
sig^ng the Form retains a copy for himself. 

In the event of a Station Master himself acting as pilotman, he must address and give 
the order to the person he leaves in charge of his Stotion. 

If an intermediate place (not a Station) is used for crossing the traffic from one Line to- 
the other, the order must be addressed and given to the person in charge of that crossing. 

Station Masters and other persons in charge receiving this order will be held responsible 
that the Inspectors, Foremen, Signalmen, and others at their Station, are Immediately madfr 
Acquainted with the circumstances, and are instructed in their necessary duties. 
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GENERAL REGULATIONS 

FOE WOEKING THE 

ABSOLUTE BLOCK TELEGRAPH. 



88. The signalling of trains on the Block Telegraph signauingf 
System does not in any way dispense with the use of Teiegrraph 
home, distant, starting, hand, or fog signals, whenever pSL^with"" 
and wherever such signals may be requisite to protect si^,^s.*^®'^ 
obstructions on the railway. The object of the system of object of 
Electric Train-Signalling is to prevent more than one xlSn"sig- 
train or engine being between any two signal stations on nailing. 
the same line at the same time. This is accomplished by 

not allowing any train or engine to leave a signal station 
till the previous train or engine has been signalled clear 
as provided for in Kule 92. 

89. The Block Signal Instruments and Bells are ex- Block signar 
clusively for the signalling of trains, and must not, under ana Beii3 
riny circumstances, be used for conversing, nor for any Scfi t^%^ 
other purpose than block working, in strict accordance tra^ISf 
with the Company's Regulations, and they must only be 

used by the signalman or other person specially appointed 
for the duty. 

90. The Signal Boxes at which the Block Telegraph signalling 
Working is in operation, are furnished with instruments fi"mS?ed to* 
to signal for each line of rails, and the system under ®*^^^*^^®^' 
which these instruments are to be worked, and the mode Beguiation» 
of indicating the description of approaching trains, ^jj ^^^^ ^<^^^*°R 
be laid down in the code of regulations supplied to sig- 
nalmen, or exhibited in the signal boxes for the guidance 

of the persons in charge. 
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)8oiute 9J. On those portions of the line worked on the 

ock Work- 

i. Absolute Block System, a second train or engine must not 

be allowed to enter a section until the preceding train or 
engine has been signalled as having passed out of the 
section, except under the circumstances specified in Rules 
100 and 101, to meet oases of train or telegraph failure. 
The Danger Signal must be exhibited at both the Home 
and Distant Signals to protect trains or engines standing- 
at stations or intermediate signal boxes ; and when any 
train or engine has gone forward into the onward section, 
the Starting and Advanced Stai'ting Signals (where such 
are provided), which control the entrance of trains and 
•engines into such sections, must also be put to, and kept 
at " Danger," until telegraphic information has been re- 
•ceived from the signal box in advance that the preceding 
train or engine has passed out of the section. So long 
.as the Starting Signals stand at "Danger," the Home 
and Distant Signals must also be kept at " Danger/* 
except on the near approach of a train which has to stop 
at the station, when, after the speed of the train has been 
reduced so as to admit of its stoppage at the platform, the 
Home Signal may be taken off to admit the train, but the 
Starting Signal must be kept at " Danger " until the 
line is clear to the next signal station ahead. 



hen Line 



92. Unless special instructions are given to 

1^ dl»r" ^^^ CONTRARY, THE LINE MUST NOT BE C0NSIDEBBa> 
CLEAR, AND THE SIGNAL " LiNB ClEAR " MUST NOT BK 
GIVEN TO THE STATION IN THE REAR UNTIL THE TRAIIT 
OR ENGINE HAS PASSED OUT OF THE STATION, AND IS 
PROCEEDING ON ITS JOURNEY, OR HAS BEEN SHUNTBIX 
INTO A SIDING, CLEAR OP THE MAIN LINE. 

ocking 93. Should it become necessary to block a section in 

°**®°* consequence of a breakdown obstructing the line, or 

other circumstances taking place, rendering it imperative 
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that any approaching train should be stopped, the signal- 
man at the station where the obstruction takes place 
must use the means authorised by his regulations for 
preventing any tram leaving the post in the rear. 

Should there be reason to suppose that both Lines are Both Lines 
fouled, the signalman must, without any delay, block the 
Lines in both directions. 

94. No OBSTRUCTION MUST BE ALLOWED AT ANY Obstruction 

at Signal 

SIGNAL STATION UNTIL THE SIGNALMAN ON DUTY HAS Station. 
GIVEN THE BLOCK SIGNAL TO PREVENT ANY TRAIN OR 
ENGINE LEAVING THE NEXT SIGNAL STATION IN THE 
REAR— OR IN BOTH DIRECTIONS IF NECESSARY — UNLESS 
SPECIAL INSTRUCTIONS ARE GIVEN TO THE CONTRARY. 

95. If a Signalman observes anything unusual in a train signalman 

S6(^insr any- 

during its passage, such as signals of alarm by a passenger, thing wron{ 
tail lamp missing or out, goods falling off, n vehicle on traii^^"^ 
fire, a hot axle box, or other mishap, he must give the 
station in advance the signal to "Stop and examine 
train," and the Signalman at the station in advance 
must acknowledge such signal, and instantly put on the 
Danger Signals to stop the approaching train. Where 
practicable, the signalman must also telegraph the station 
in advance the cause of sending the " Stop and examine 
train" signal. 

Should the Signalman receiving this signal have reason Train on op 

. . ( - , posib€ Liinc 

to suppose that there is any risk of danger to a tram tobestopped 
travelling in the opposite direction, he must also stop 
that train, and inform the engine-driver of the circum- 
stances, instructing him to proceed cautiously. 

96. Should a Train pass a Signal Station without a Train with- 
Tail Lamp on the last vehicle, the Signalman must not iimp*on 
telegraph " Line clear " to the Station in the rear, but ^* ^«^«^®- 
must call the attention of such station in the authorised 
manner, and on gaining attention must give the *' Train 
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passed without Tail Lamp " Sij^nal. This signal having- 
been acknowledged, the Signalman at the rear station 
will thereupon stop any train following, and verbally 
instruct the engine-driver to proceed cautiously towards 
the station in advance, informing him why it is necessary 
that he should do so. As soon as the train, the engine- 
driver of which has been cautioned, has passed the Signal 
Station from whence the *^ Train passed without Tail 
Lamp" Signal was received, the Signalman there will 
re-commence signalUng in the ordinary manner. 

i°rau- ^7. Should any vehicle or portion of a train be ran- 
^g^LUieJ* ning back in the wrong direction, the Signalman mnsfc 
call the attention of the Signalman at the next signal 
box towards which the vehicle or portion of the Traia 
may be running, by giving the prescribed signal indica- 
ting that vehicles are running back on wrong Line. 

The Signalman who has received this signal must stop 
any train about to proceed on the same Line, and take 
such protective measures as may be necessary, such as 
turning the runaway train across to the other Line or 
into a siding, as may be most expedient under the cir- 
cumstances. 

iicio or 93^ If a^y vehicle or portion of a train has escaped 
?aw^on and is running away in the proper direction on the right 
' Line, the section in advance must be advised of the feet 
by giving on the bell or gong the signal, "Vehicles 
running away on proper Line." The Signalman receiving 
this signal must, if necessary, send the signal forward, 
and take such other measures as he may consider most 
expedient under the circnmstances. 

Sdwhen ^^" ^^®^ * ^^^^^ ^^ become divided and is ranning 

ning on a on a falling gradient, the first portion must not, when 

the Line is clear for it to proceed beyond the signals, be 

stopped so as to risk its being overtaken by the 866ond 
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portion ; but when such train is running on a rising 
^adient, or where the Line is level, the first portion 
must be stopped, and shunted into a siding as expe- 
•ditiouslj as circumstances will permit. 

100. In the event of any failure of the Instruments FaUnreof 
or Bells, so that the necessary Signals cannot be fowarded orBeiis. 
and received, no train must, under any circumstances, be 
allowed to pass a Signal Station into that section of the 

Line where the failure exists, without having been pre- 
viously brought to a stand, and the engine-driver and 
guard advised of the circumstances. When this has been 
•done, the engine-driver must be instructed to proceed 
•cautiously to the post in advance, so as to be able to stop 
:8hort of any obstruction there may be on the Line. No Tannei in- 
train must be allowed to follow another within five *^^^" ^* 
minutes ; nor when a tunnel intervenes in a block 
•section, within ten minutes, unless the Signalman on 
•duty can satisfy himself that the tunnel is clear. 

Steps must be immediately taken to have the Tele- Repair of 
graphic Apparatus put into working order again. AppSa£is° 

101. To prevent delays to Break-down Van Trains, Break-down 

Van Trains 

when proceeding to clear the Line, they must, in all cases, 
be signalled as ** Passenger Trains," the signal "Shunt for 
Fast Train" being given whenever the sections in advance 
are occupied by trains which the break-down gang must 
pass to reach the scene of accident. 

The same course is to be adopted in the case of an Replacing a 
engine proceeding to take the place of one that has failed, SiLwelf 
•or of an engine, with or without a train, when sent for- ^*^®* 
ward to render assistance in cases of Mure or accident 
to preceding trains. 

102. Should any obstruction occur necessitating the snspensson 
working of Single Line, the person in charge, who gives working. 
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IS ALSO HIS DUTY TO EXAMINE AND SIGN ALL ACCOUNTS 
OR OTHER RETURNS FORWARDED FROM HIS STATION TO 
THE HEADS OF DEPARTMENTS, AND HE WILL BE HELD 
RESPONSIBLE FOR THEIR ACCURACY. 

104. He must always appear in uniform when on g^^®™"°' 
duty, if uniform be supplied to him. Master. 

105. He must daily inspect the Station, and see that pauyfawpeo- 
the rooms, offices, and platforms are kept neat and clean, tion. 

105 a. He must see that the proper time bills 

AND notices are EXHIBITED AND RENEWED WHEN 
NECESSARY, AND THAT THEY ARE REMOVED WHEN OUT 
OF DATE. 

106. He must see that all orders and instructions are office duties, 
duly entered and executed, and that all books and returns 

are regularly written up, and neatly kept. 

107. He must take care that all the servants at his conduct to 

Passengers. 

station behave respectfully and civilly to passengers of 
every class. 

108. He must take care that all the servants come on ci^niineaa 

,01 Servants. 

duty clean in their persons and clothes, and in the uniform uniform, 
supplied to them. • 

109. Every exertion must be made for the expeditious station du- 
dispatch of the station duties, and for ensuring the safety 

of the pubUc, and punctuality of the trains. 

110. The station master must report, without delay, Neglect of 
to his superior officer, neglect of duty on the part of any reported. . 
of the Company's servants under his charge; and forward 

to him particulars of any complaint made by the pubUc. 

111. He must not be absent without leave from the Leave of ab- 
superintendent, except from illness, in which case he ^^^ 
must immediately inform the superintendent, and take 

D 
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care that some competent person is entrusted with his 
duties. " 

stores. 112. He must be careful that all stores are prudently 

and economically used. 

Supervision 118. Hc must Satisfy himself that the signalmen at, 
nien.^"" 01' attaclicd to, his station perform their duties in a proper 
manner, by night as well as by day; and in order to 
maintain a proper superyision over the men in this 
respect, it will be necessary for him frequently to visit 
the signal-boxes. 

Cleaning, 114. The grcatcst care must be exercised in the 

Trimming, . . . . i v i^i.* i» oc it j 

and Light- cleaning, trimming, and lightmg of Signal Lamps, and 

limipf."* station masters will be held responsible for this work 

being efficiently performed. The lamps must be lighted 

and extinguished in accordance with Regulation No. 188. 

Trimming of The Oil-Bumcrs of all distant and other fixed signals 
must not be trimmed at the signal posts, but must be 
brought to the station, lamp-room, or signal-box, as the 
case may be, each morning, and cleaned and trimmed 
there, and not replaced in the signal lamp until required 
to be hghted. 

The oil-burners of platform lamps must be taken to 
the lamp-room every moniing, cleaned and trimmed, and 
not replaced until required 

inapection Station mastcrs and others having signals under their 

Lamps! care, must frequently inspect the Fixed Signal Lamps, 

and satisfy themselves that they are at all times in good 

working order, and that the glasses and reflectors are 

well cleaned. 

Boof Lampg. At statious whcrc Roof Lamps are supplied to trains, 
station masters must see that the lamps are properly 
cleaned and trimmed, and that no smoky, defective, or 
badly burning lamp is placed in the train. 
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to any indication shown by the passengers of their desire- 
to alight. 

Carriage 119. No Carriage door must be opened to allow a 

be opeSed*^ passcnger to alight from, or enter, a train before it has 
iu miti^r ^^^^ ^^ ^ stand, or after it has started. 

wiienaPas- 120. Should a passengcr train, in stopping at a 

ovefruusTor Station, ovemm or stop short of the platform, the engine- 

*f?SViat!^ driver must not move the train back or draw it forward 

fonu. ^^^^12 he receives instruction from the guard in charge to 

do so. Station masters, guards, and others, must at once- 

take steps to prevent passengers lea\'ing the carriages 

that are not at the platform ; and, as soon as the guard 

in charge has satisfied himself that all the carriage doors 

are closed, and that no passengers are entering or leaving- 

the train, he must instruct the engine-driver to put back 

or draw up to the platform, as may be required. The^ 

engine-driver must sound his whistle sharply and dis«- 

TiNCTLY before moving his train. 

Interval of 121. Where the block system is not in operation, no 
Trains.^^^^" train or engine must be allowed to follow any other 
train or engine on the same line, within five minutes. 

Trains foi- 122. Whcrc the line is not worked under the block 
other. system, no passenger train must, during foggy weather or 
snow storms, follow a goods train, nor must a fast goods 
train follow a stopping passenger train from a station, nor 
pass a signal-box where trains are ordinarily signalled, 
within fifteen minutes, nor even then, until the engine* 
driver has been properly warned of the time of the depar- 
ture of the preceding train, and where it will next stop. 

Trains not 123. Xo Passcnger Train must be stopped at a statiou 
noftimcd!'*^ where it is not timed to call, for the purpose of taking up 
or setting down passengers, without the special authority 
of the General Manager or Superintendent of the Line. 
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124. Goods and Mineral Trains must stop at the 2^^^^'^'^ 
places specified in the Working Time-table, unless, on Trams to 
approaching a station or siding a signal is given by the marke<i in 
station master or signalman, by hand lamp or flag, that Time-tewe. 
it is not necessary for the train to stop. Wlien this is Exceptions. 
done the train may run past the station or siding without 

; stopping, unless there are waggons or goods to leave, 
when the engine-driver will have instructions from the 
guard to stop. In the case of a train timed to stop at a Trains timci 
station or siding " when required," the engine-driver of " when re- 
such train must stop at the station or siding, unless he ^^^ ' 
receives a hand signal to proceed without stopping. 

125. To prevent oscillation, and to secure the smooth coupling ef 

. « ... carnages. 

and easy running of passenger trains, it is necessary that 
all the vehicles composing the train should be so tightly 
•coupled as to put sufficient strain on the drawbars to 
•ensure the buffers being brought so firmly together as 
not to be separated by any change of gradient, or by the 
: starting of the train. 

Station masters at intermediate stations must observe station Mas- 
the state of the coupUngs on the arrival of the trains, and mediate sta- 
■ cause any that require it to be adjusted. e^Smine 

couplings. 

126. At stations where carriage examiners are kept, Examina- 
the station master or person in charge must, before °"* 
starting the train, satisfy himself that the examination of 

it has been completed, and that, so far as the carriage- 
examiner is concerned, the train is all right and fit to 
proceed. 

At stations where examiners are not kept, steps must 
be taken to remedy any defect that may be observed in 
the running of the vehicles, by supplying oil or grease to 
the axle-boxes of any that may require it, or removing 
the defective vehicles from the train, as may be found 
necessary. 
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ti^i'^f Tail ^^^' ^^ ^ ^^^^ stopping at a station after sunset, or 
^(1 Side in foggy weather, the station master or person in charge 

must see that the Tail and Side Lamps are lighted, and 

in order. 

pjusscnger 128. Passengcr Trains must, as a rule, take precedence 
tSe preco- of all othcT traius ; and, where the block system is not in 
other t7a?n Operation, no goods, mineral, or ballast train must be 
wittfi^*?^!^*^ started from any station, siding, or junction within ten 
minutes of a minutes of a Passenf^er Train being due to leave. If, 

passenger ^ *^ o ' 

traiu. however, the station master or signalman has ascertained 

by telegraph, or otherwise, that the Passenger Train, 
which is due to leave, is late, he may dispatch the goods, 
mineral, or ballast train, with a sufficient margin to 
admit of its reaching the next shunting station or siding 
in time to avoid delay to the Passenger Train, taking 
care specially to warn the engine-driver and ^uard of the 
Passenger Train when it arrives, and to inform them of 
the precise time when the goods or mineral train was 
dispatched. 

luformation 129. Station masters and signalmen are required to- 
iTinKof"" ascertain how the ordinary and special trains in their 
traius. respective districts are running, and to give information 
Shunting for to guards. The guard in charge of a train which should 
t?pL*r^*"* shunt for another train to pass, must instruct the engine- 
driver where to shunt, and on arriving at a station, 
junction, or siding, where he should shunt for another 
train to pass, must inquire whether the train due to pass 
him there is late. The guard must be informed as to the- 
whereabouts of the train, and, subject to the order of the 
station master or person in charge, must proceed or shunt 
as may be necessary. If he goes forward he must take 
care that there is ample time to reach the place he 
intends to proceed to, and get his train shunted off the 
main line in accordance with Rule 180 ; and where the 
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block system is not in operation, the station master or 
person in charge must himself inform the engine-driver 
of the following train the time that has elapsed since the 
previous train left. 

130. Where the block system is in operation, goods, shunting of 
mineral, cattle, and ballast trains must be shunted out of others to 
the way of passenger trains ; and mineral, slow goods, and ^^^ 
ballast trains must also be shunted out of the way of 

fast goods and fish trains at stations or sidings where 
there are fixed signals, in sufficient time to prevent the 
passenger train, fast goods, or fish train, respectively, 
being delayed by the signals either at the station where 
the train is being shunted or at the block station in 
the rear. 

Where the block system is not in operation, trains, as 
above, which have to be passed by any other train, must 
be shunted at stations or sidings, where there are fixed 
signals, at least ten minutes before such passenger train, 
or fast goods or fish train is due, and kept there till five 
minutes after it has passed. Wherever there is sufficient 
siding accommodation to contain the train it must not be 
shunted from one main line to the other, but always from 
the main hue into the siding. 

131. When a train or engine has to be shunted from shunting 
one main line to the other, to allow a following train to o^Main* 
pass, such train or engine must be set well within the other*to*^* 
home signal, so as to be efficiently protected by it from otheJ^" 
any train or engine approaching from the opposite p*®^- 
direction. 

132. The station master or person in charge must shunting 
take care that, while shunting Waggons, or other vehicles, stefi?nfon 
at stations or other places situate on inclines, in addition wagg^to 
to screwing the van breaks tightly down, a sufficient ^ ^^™<^ 
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number of waggon breaks are pinned down, and sprags 

or hand-scotches used when necessary, to prevent the 

possibility of the train, or any of the vehicles, running 

iS^ " down the incline. At such stations and other places a 

be*kepf at* Supply of sprags and hand-scotches must be kept for the 

itatlona. purpose. 

w^gSf When Waggons require to be shunted into incline 
l^^^ciine sidings, the trucks to be moved at one shunt must be 
limited to such a number as the engine can push up 
without going at a violent or excessive speed. 

^p^8 132 a. When in the case of a down train it is 

NECESSARY TO "ROPE" WAGGONS INTO A SIDING ON 

the " up " side, the engine, whilst in the act op 
towing them, must on no account take a cross 
over road, but must proceed, and remain on the 
" up " main line until the operation is complete, 
and the rope has been detached. 

The same regulations will apply in the case 
of trucks roped from an " up " train into a siding 
on the " down " side ; but in this latter instance 
the engine must proceed, and remain on the 
"down" main line. 

BpedaitiBin 133. The Station master or person in charge at the 
^' starting point of a Special train, is responsible for the 
tail-board or red flag by day, and the extra lamp by night 
being affixed on the preceeding train, and for informing 
the guard in charge of it of the description and destina- 
tion of the Special train. The guard of a train preceeding 
the Special train is required to see that the tail-board, 
flag, or extra lamp is removed when no longer wanted, 
and he must inform the person in charge of each station 

( at which he stops of the description and destination of 

the train that is following. 
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Relief trains, if run without previous written or printed J^^®* 
notice, must be considered and treated as Special trains ; 
«nd, in the case of those trains of which no previous 
notice has been issued, the station master or person in 
charge at the starting-point must see that telegraphic 
information is sent, when practicable, to the necessary 
stations and junctions. 

134. No engine or vehicle must be shunted or moved shunting 

*5 operations to 

jfrom one main line to the other, or from the main line be protected. 
into a siding, or from a siding on to the main line, until 
the proper signals have been exhibited, in one or both 
directions, as may be required ; and care must be taken . 
when the main line is about to be obstructed, after a 
Distant Signal has been placed at " Danger " for the pur- 
pose of protecting it, to allow sufficient time to elapse for 
any approaching engine or train (which may have been 
near to or within such signal before it was so placed at 
** Danger ") to pass before the obstruction is allowed. 

135. When Vehicles are detached at stations from the 7®^^°^^ . 

detached at 

rear of trains, and have to be shunted into sidings, the stations. 
signalman must be at once informed of the fact, in order 
that he may keep the signals at *•' Danger " for the pro- 
tection of the line ; and, at night, in addition, a red 
light must be shown at the rear of the vehicles until they 
are safely placed in the sidings. 

136. When an accident, or obstruction of any kind, ^^^'^®"^/® 

' •' ' be immedl- 

occurs on any part of the line, it must be immediately ^^^y [e- 
reported by telegraph, or by the most expeditious means, 
to the next station or signal box on each side of the place 
where the accident has occurred, so that notice may be 
given to the engine-drivers and guards of approaching 
trains ; also to the heads of departments, to the loco- 
motive station where the break-down vans for the district 
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are kept, to the District Superintendent, and the Traffic 
Inspector for the district, and to the Inspector of Per- 
manent-way. It must also be reported by telegraph to 
those stations where the starting of other trains is liable 
to be affected by the delay caused by the obstruction. 

In the event of an accident obstructing one line of rails, 
so as to render it necessary to work the traffic in both 
directions over a single line, the regulations for " Single 
Line Working," as laid down in Kules 72 to 87, must be 
strictly adhered to. 

Travelling 137. Bcforc rcmoviug any Travelling Crane, the^ 
remov^of, pcrsou in charge of it must see that the jib is properly 
lowered and secured, and so fixed that it will pass under 
the gauge ; and, when it has to be removed by train, it 
must, when practicable, be so placed that the jib will 
point towards the rear of the train. 

Use of Crane. 138. Whenever a Crane is in use whereby the jib, or 
any other portion of it, obstructs or fouls any line of rails 
in use for traffic purposes, or whenever, by any possibility, 
STiin^*"^' d^^^^S ^^^ loading of Round Timber, Long Timber, Angle 
Timber, Irou, or otlicr articlcs of great length, the main line may 
&c.— Load- be fouled, it is incumbent on the person in charge of the 
"^ ^ * loading to obtain the sanction of both the station master 
and signalman in charge of the safety of the line, and to 
see that the proper signals are exhibited until the opera- 
tion is completed. 

nSt?o rid" ^^^' Passengers must not be allowed to travel in the 
in Guard's Quard's Break Van. 

Break-Van. 

Passengerg 140. No Passcugcr must bc allowed to travel by a 
by Goods Goods train, either with pass or ticket, without special 
outsplJciai authority to do so from the properly authorised officer. 

antliority. 

Passenger 140 a. If ANY PASSENGER SHALL REFUSE, OR BE 

without 

Ticket, (tc. UNABLE TO PRODUCE A PROPER TICKET, OR SHALL 
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COMMIT ANY OTHER OFFENCE AGAINST THE BYE-LAWS 
OR NOTICES OF THE COMPANY RELATING TO TRAVELLERS 
BY THE RAILWAY, THE CASE SHALL BE IMMEDIATELY 
INVESTIGATED BY THE OFFICER IN CHARGE OF THE 
STATION WHERE THE OCCURRENCE MAY TAKE PLACE, 
AND HE IS TO EXERCISE HIS DISCRETION AS TO THE 
PROCEEDINGS TO BE TAKEN, ALWAYS REPORTING WHAT 
HAS BEEN DONE. 

140 l. In cases of violation of the Company's violation 

of bye-laws, 
RULES, BYE-LAWS, &C., AND WHERE SUCH VIOLATION «to. 

DOES NOT AFFECT THE SAFETY OF THE PUBLIC OR THE 

PROPERTY OF THE COMPANY, THE MILDEST MEANS FOR 

PREVENTING IT MUST BE ADOPTED, Y.'lIEN THERE IS 

DANGER TO THE PUBLIC, OR THE CoMPANY's PROPERTY 

SUSTAINS, OR IS LIKELY TO SUSTAIN, DA]\IAGE, STEPS ARE 

TO BE IMMEDIATELY TAKEN FOR STOPPING THE SAME, 

BUT no violence is to be used for enforcing this 

RULE, UNLESS ALL OTHER MEANS FAIL. 

140 C. The power of detention is to be EXER- Detention 

of offenders. 

cised with the greatest caution, and never where 
the address is given, and there is no good and 
sufficient reason to doubt its correctness ; or 
adequate security is offered for appearance to 

ANSWER A CHARGE. WhEN IT SHALL BE NECESSARY TO 
DETAIN ANY PERSON, SUCH DETENTION SHALL NOT CON- 
TINUE FOR A LONGER PERIOD THAN IS ABSOLUTELY 
NECESSARY, BUT HE SHALL BE CONVEYED BEFORE A 
MAGISTRATE WITH AS LITTLE DELAY AS POSSIBLE. 

140 d. As IT IS THE intent which constitutes piscretlon 

"■™ w^»»i»w ^^ ljg used 

THE OFFENCE, CAUTION AND DISCRETION MUST BE USED 
IN TREATING DIFFERENT CASES, AS IT FREQUENTliY 
OCCURS THAT PASSENGERS TRAVEL BEYOND THE DIS- 
TANCE FOR WHICH THEY HAVE PAID THEIR FARE, 
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Tickets not 
to be issued 
after train 
arrives. 



Nopassen- 
ger tobe 
admitted to 
booking 
office after 
arrival of 
train. 



Passengers 
not to re- 
book by same 
train. 



Clerks not 
to remit 
charges. 



unintentionally, or even against their wish and 
to their inconvenience ; in such cases they may be 
allowed to return to the station to which they 
originally booked without paying additional 
fare, provided they return by the very next 
train, and do not in the interval leave the 
Company's premises. 

140 e. No ticket may be issued to any person 
applying for one after the arrival of a train at 
a station, unless it shall have arrived before the 
time specified on the time bills. 

140/. After a train arrives, no one may be 
admitted into the booking office ; and no ticket 
may be issued to any one who may get out of the 
train without the sanction of the officer in 
charge, nor until the ticket which entitled him 
to travel to that station has been collected and 
found correct. 

140 fj. If a passenger has a ticket short of his 

PROPOSED DESTINATION, IT IS NOT COMPETENT FOR HIM 
TO OBTAIN A TICKET AT ANY STATION WHERE HE MAY 
ALIGHT, AND GO ON BY THE SAME TRAIN. BUT WHILE 
THIS IS TO BE ENFORCED AS A GENERAL RULE, IT MUST 
BE UNDERSTOOD, THAT IF ANY RESPECTABLE PERSON 
CAN SATISFY THE STATION MASTER, OR OFFICER ON 
DUTY, THAT HE HAS REALLY SOME UNEXPECTED CAUSE 
OF SUFFICIENT IMPORTANCE, OR THAT HE HAS MADE A 
MISTAKE, AND HAD NO INTENTION OF PAYING AN IM- 
PROPER FARE, HE MAY BE ALLOWED TO HAVE THIS RULE 
RELAXED IN HIS FAVOUR. 

• 140 A. XO CLERK IS ALLOWED TO REMIT CHARGES 
FOR FARES PAID A SECOND TIME FOR EXTRA LUGGAGE-, 
OVERCHARGE, &C., &C. SUOH ALLOWANCE CAN BE MADE 
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ONLY BY THE GENERAL MANAGER, TO WHOM ALL 
PERSONS MAKING CLAIMS OF THIS NATURE MUST BE 
REQUESTED TO APPLY IN WRITING, STATING FULL PAR- 
TICULARS, DATE, TRAIN, ETC., AND CARE MUST BE TAKEN 
NOT TO HOLD OUT ANY PROMISE, DIRECT OR INDIRECT, 
THAT THE APPLICATION WILL BE SUCCESSFUL. 

140 L In all cases where luggage is left for Luggage Id 

at stations. 

THE convenience OF PASSENGERS, IT IS IMMEDIATELY 

TO BE DEPOSITED IN A PLACE OF SAFETY, OUT OF SIGHT, 
SO THAT NONE BUT THE OWNER MAY ATTEMPT TO IDEN- 
TIFY IT. And where there is a room devoted to 

LUGGAGE, IT MUST BE SENT THERE INSTEAD OF BEING 
PLACED UNDER THE OFFICE COUNTER, ETC., AND A 
TICKET GIVEN TO THE O^VNER ON PAYMENT OF THE 
USUAL CLOAK ROOM FEE. 

140 /. Passengers are allowed to take any por- i^«»?a«e iu 

•^ carnages. 

TION OF THEIR LUGGAGE INTO THE CARRIAGE WITH 

THEM that will go under the seats, and that does 
not inconvenience other passengers. 

140 k. When any luggage is missing, an imme- Missinpr 

luggage. 
DIATE AND THOROUGH SEARCH MUST BE MADE FOR THE 

SAME, THROUGHOUT THE OFFICES, WAREHOUSES, ETC., 
BELONGING TO THE STATIONS, AND AT THE VARIOUS 
INNS IN THE NEIGHBOURHOOD, AND INQUIRIES MUST 
BE MADE OF THE DIFFERENT COACH AND FLY PRO- 
PRIETORS AND DRIVERS, ETC. 

140 I Luggage taken out at a station in error Luggage 
MUST BE SENT by ncxt Train as a booked parcel, S^on ''''^ " 
to the proper station, according to the label or 
address, accompanied by a written memorandum 
addressed to the station master. 

140 m. Victoria is to be considered by all ASLostiupgag 

THE SOLE DEPOT FOR LOST LUGGAGE OR PROPERTY ; viitoriil* ^' 
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AND ANY TTNCLAiMED ARTICLE, whether labelled^ 
addressed, or not, must be sent within twenty- 
four hours TO THE CLOAK ROOM THERE, booked as 
a parcel, with full particulars, stating when and 

WHERE FOUND, ETC 

140 n. Under no circumstances is luggage sent 

BY ANY OTHER TRAIN THAN THAT IN WHICH THE 
OWNER IS TRAVELLING TO BE FORWARDED FROM ONE 
STATION TO ANOTHER WITHOUT BEING BOOKED ; AND 
EACH ARTICLE IS TO BE ENTERED SEPARATELY, AND 
PROPERLY DESCRIBED ON THE PARCELS WAY BILL. 

141. When a horse is used on a railway, a man 
must in all cases have hold of its head, whether the 
Horse is drawing vehicles or otherwise. 

142. Ballast trains must not work on the main line 
in a fog, except when authorised under special circum- 
stances. 

142 a. AViIEN HORSE BOXES OR PASSENGER CAR- 
RIAGES ARIC RUN IN GOODS TRAINS, THEY MUST BE 
PLACED BKTWEEN THE LAST GOODS WAGGON AND THE 
BREAK VAN AT THE REAR OF THE TRAIN. CARRIAGE 
TRUCKS MUST NOT BE RUN IN GOODS TRAINS. 

148. No Engine, the property of a private owner, 
must, under any circumstances, be allowed to enter upon 
the main line, except by special permission of the General 
Manager. 
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Regulations to toe otoserved toy Sta- 
tion Masters, Signalmen, Signal- 
fitters, and otliers, respecting tlie 
fixing and repairing of Signals 
and the Apparatus for working 
Points and Signals on Lines 
opened for TraflGLc. 



144. During the erection or remoTal of Signals, or New signals 
the prosecution of other work in connection with Points and removal 
or Signals which may interfere with the safe working of ^ ' 
the line, the Foreman Signal-Fitter who has charge of 
the work must communicate with the District Superin- 
tendent or Traffic Inspector, who mil make any special 
arrangements that may be necessary in connection with 
the working of the traffic during the time such alter- 
tions or repairs are being effected. Where there is no 
station master or signalmen, Signal-Fitters must provide 
for the safety of the line in accordance with Rule 321. 

145 When any Points are about to be connected ^iienrointi 

..,.,,« , ,. are about to 

With a signal-box or frame, or when any connection be con- 
between a signal-box or frame and Points requires nnythinR 
repairs, the execution of which will interfere with the fntcrfeJ^*'^* 
usual working of the Points, the Signal-Fitters must, ww^iing!'^ 
before commencing, acquaint the signalman in charge of 
the Points with the nature of the work, and agree with 
him when it is to be done. After the work has been 
commenced, the man in charge of the Points at which 
the Fitters are engaged, must not allow any train or 
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engine to pass such Points, without having first commu- 
nicated with the Fitters, and received information from 
tliem that the Points are in a fit state for the train or 
eugine to pass in the direction in which it is required to 
run. When the work is completed, the Fitters must 
inform the man in charge of the Points. 

Repairs 146. When any repair or re-arrangement of the signal 

which inter- . /. i , • « 

fere with apparatus is necessary, of such a character as to mterfere 

worlciiur 

with the working of the signals, Eule 149 must be strictly 
carried out. 

Autiiority 147, No ucw Sicmal must be brouerht into use, nor 

respecting , . i > i .. 

new an.i any alteration made m the position or use of any exist- 
signais. ing Signal, without the authority of the Superintendent 
of the Line. 
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SIGNALMEN. 



148. The signalman on duty must see that the Points woridiigror 
and Signals are kept in perfect working order, and well be tested. 
oiled; and report to the station master under whose 
ssupervision he acts, and to the inspector of the permanent 

way, or other person in charge of repairs, any case in 
which the Points, Switches, or Signals are out of repair 
or not properly cleaned and oiled ; and he is responsible 
for exhibiting outside his box the board prescribed to 
indicate the state of the telegraphic and other apparatus 
<5onnected with his box. 

149. The signalman must frequently examine and try signals to be 
the working of his Distant and other Signals to see that examined. 
they work well, are kept clean, and that the Signals show in 

the proper direction. Great care must be used in putting care in put- 
on a Distant Signal ; it is not suflScient merely to move tamt s?^Sr 
the lever, but the signalman must at the same time watch 
the Signal, or its repeater, so as to ascertain that it obeys 
the lever, and goes fully on to " Danger." He must take wires to be 
care that the Signal wires are kept at the proper length '^'^^^^^ 
by means of the regulation screws or links, so as to com- 
pensate for the expansion and contraction caused by 
variations of temperature. 

In the event of Home or Starting Signals becoming when Homo 
defective, or not working efficiently, a competent person sI^^iS? 
must be placed outside such signals with hand signals and l^^^ ^^^^ 
detonators^ and act under the instructions of the signal- 
man. 

E 
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In the event of a Distant Signal becoming defective, or* 
not working efficiently, a competent person must be 
stationed just outside the Distant Signal, with Hand 
Signals and detonators, and act under the instructions of" 
the signalman ; and when such person is out of sight of 
the Home Signal, one or more men must be stationed 
between that post and the defective signal, for the pur- 
pose of repeating by Hand Signals to the man stationed 
at the Distant Signal the signals exhibited at the Hom6 
Signal Post. 



J«e of Dw- 
aat tiigiial. 
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150. Distant Signals must be placed at "Danger 
immediately they are passed by a train or engine, and 
must not, where the block working is in operation, be again, 
taken off, except as prescribed by the Block Telegraph 
Regulations. They must also be placed at "Danger" 
whenever any other obstruction or danger exists upon the 
line they are intended to protect, and the Danger Signal 
must remain exhibited until the obstruction or danger is 
removed. 



Jneofiiome 151. Whenever the Distant Signal is at "Danger,'* 
*^ the Danger Signal must also be exhibited at the Home 

Signal, except that in the case of an approaching train 
for which both the signals have been taken off, the 
Distant Signal must be placed at " Danger " as soon as 
the engine of the train has passed it, and the Home- 
Signal be allowed to remain at "All Right," or 
" Caution," as the case may be, until the train has passed 
it, or has been brought to a stand. 

When a Home Signal has been lowered for the passing' 
of a train, it must not (except in case of accident or 
obstruction) be again placed at "Danger" until such 
train has been brought to a stand, or has passed within 
the Home Signal. 



SIGNALMEN. 51 

152. Home Simals at Junctions must never be passed Home 

, ^ ,, ^ Sigualaat 

when at " Danger. junctions 

not to be 

When a train has stopped at a Junction Home Signal, J^^gJ., " 
and it is necessary- to bring the train within the Home Trains re- 
Signal before the section ahead is clear, the signalman broilfgiit^ ^ 
may, where a Starting Signal is provided, and that signal ^Y^*^^ ^^^^ 
is at " Danger," lower the Home Signal for the train to 
draw ahead. The engine-driver of any train which has 
been thus stopped at a Junction Home Signal must, after 
that signal has been lowered, go slowly forward as far as 
the Kne is clear, towards the Starting Signal, but must 
not pass that signal until it is lowered. 

153. Home Signals at stations, sidings, and signal- Home sig- 
boxes (other than at Junctions) where there are Starting thwi a?^^ 
Signals, must never be passed when at " Danger." JSf ^ SS^' 

When a train has been stopped, or brought nearly to a "Danger," 
stand at the Home Signal of a station, siding, or signal- are^startSg 
box (other than at Junctions) where Starting Signals are ?^^ 
provided, and it is necessary to bring it within the Home quired to 
Signal before the block section ahead is clear, the signal- A\5twn^fuch 
man may, if the Starting Signal is at " Danger," lower sigSSs. 
the Home Signal for the train to draw ahead. 

The engine-driver of any train which has been thus 
stopped or brought nearly to a stand at a Home Signal, 
must, after that signal has been lowered, go slowly for- 
ward as far as the line is clear towards the Starting 
Signal, but must not pass that signal until it is lowered. 

In the case of a Short Train or Light Engine, the siiort Train 
engine-driver must only proceed so far as is necessary Engine. 
to leave the last vehicle well clear of the points and 
crossings, and within sight of the signalman. Homesig- 

.^ nalfl other 

154. Home Signals at Stations, Sidings, and Signal- than at 
boxes (other than at Junctions) where Starting Signals where there 

^9 are no Start* 

^ ^ ing Signals. 
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are not provided, must never be passed when at " Danger," 
except as follows : — 

«SSredto When a train has been stopped, or brought nearly to a 

^tun'*^^ h ®^^^^ ^^ ^^^ Home Signal, and it is necessary to draw it 

Home within such sifimal before the line ahead is cl6ar, the 

engine-driver must, on receiving verbal instructions from 

the signalman, draw past the Home Signal, so as to 

bring his train under its protection ; if the signal- 
man is too far from the engine-driver to be able to com- 
municate verbally with him, the engine-driver must, upon 
the receipt of the necessary signal by hand-lamp or flag 
from the signalman, pass the Home Signal, and draw 
cautiously towards the signal-box as far as the line is 
clear, and there await the verbal instructions of the 
signalman. The hand-signals for this purpose must be 
given only by a green light or a green flag. 

TJseof 155. Starting Signals must never be passed when at 

Signals. " Danger." 

When any train or engine has gone forward into the 
onward section, the Starting and Advanced Starting 
Signals (where such are provided), which control the 
entrance of trains and engines into such sections, must 
be put to, and kept at, "Danger," until telegraph in- 
formation has been received from the signal-box in 
advance that the preceding train or engine has passed out 
of the section. So long as the Starting Signals stand at 
"Danger," the home and distant signals must also be 
kept at " Danger," except on the near approach of a 
train which has to stop at the station, when, after the 
speed of the train has been reduced so as to admit of its 
stoppage at the platform, the Home Signal may be taken 
off to admit the train, but the Starting Signal must be 
kept at "Danger" until the line is clear to the next 
signal station ahead. 
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156. The Line must not be obstructed or occupied by ^f*^^°' 
shunting or otherwise, until the signals applicable to the ^^°^^ ®' 
Line or Lines about to be obstructed have first been 
placed at "Danger." Where the Block System is in 
Spration, and it i8 necessary to foul or occupy any por- ^SS 
tion of the Line the signalman on duty must give 

THE BLOCK SIGNAL TO PREVENT ANY TRAIN OR ENGINE 
LEAVING THE NEXT SIGNAL STATION IN THE REAR, OR 
IN BOTH DIRECTIONS, IF NECESSARY, UNLESS SPECIAL 
INSTRUCTIONS ARE GIVEN TO THE CONTRARY. 

157. Should any impediment or obstruction exist signals to t 
upon the line, within the sight or knowledge of the case of ob- 
fiignalman, he must exhibit the " Danger " signals, and ^*"°**®^ 
prevent any train or engine passing his post in that 
direction, until such impediment or obstruction has been 
removed, and the line made perfectly clear and safe. 

158. When a train is approaching Facing Points, the Facing 
Signalman must be specially carefiil to see that the lever ^^ 
of the locking-frame which governs the Facing Points is 
close home to the frame, and the catch firmly down in 

the notch, and so kept until the whole of the train has 
passed. 

All Facing Points must be frequently tested by the 
Signahnan, so that he may satisfy himself they work 
well, and that no part is injm'ed. 

Pacing Points not worked from a locking-frame must, 
in all cases, be securely fastened or held for the passage 
of trains. 

159. During falls of snow the working of the appa- worMng of 
ratus in connection with the Signals must be frequently pStns^to 
examined by the signalman, and by the fog-signalmen **®®"°^*" 
when they are employed at Home and Distant Signals, 

in order to see that nothing interferes with the true 
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working of the arms or discs, and lamps, and that the 
lamp-glasses and spectacles are kept clear from snow, and 
also that the wires work freely over the pulleys. If no 
fog-signalman is employed, the ganger of the permanent- 
way must provide for this duty being performed while 
the snow, or its effect, continues. 
Working oi; 160. All Signals at Junctions must be kept at 
s^ia^ "Danger," except when lowered for a train to pass. 
When a train approaches a Junction, the signalman mu^t 
ascertain whether the line on which the train is about to 
run is clear, and, if so, then exhibit the signals for it to 
proceed. 

When two If, whcu two or morc trains approach a Junction at 
proach^a nearly the same time, the signalman should have lowered 
€^e ttoe!* the signals for a train which should have been kept back 
for the passage of another, he must not attempt to alter 
the order of the trains by reversing the signals, but must 
put all the signals to " Danger," and keep them on until 
all the trains have been brought to a stand, when prece- 
dence can be given to the proper train. 
Time Inter- 161. At placcs where the Block System is not in 

vals at places . . , , - 

other than Operation, when any tram or engine has stopped at, or 

Junctions to • < i i ^ • l • ■ • i 1 1 

be obserred passcs Without Stopping at, a station, or any place other 
syrte^tenot than a Junction, where there are Fixed Signals, the 
in operation. «j)^ggj.>» Signal must be immediately exhibited at the 

home and distant signals, and remain so until the train or 
engine shall have passed or left at least five minutes. The 
"All Right" signal must then, if the line is clear, be ex- 
hibited at the distant signal, and the " Caution" signal at 
the home signal for five minutes more, at the expiration 
of which time the '^ All Eight" signal must be exhibited. 

^Mnri»iof 162. Where the block system is not in operation, no 

between train or engine must be allowed to follow any other train 

or engine on the same line^ within five minutes. 
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163. Should a passenger train approach a Junction Time 
within ten minutes after a goods, cattle, mineral, or ballast between 
train, which it has to follow on the same line, the signal- jundiioDs. 
man must stop it, and inform the engine-driver of the 

time that has elapsed since the previous train passed, and 
the passenger train must proceed cautiously until the 
engine-driver receives an " All Right " signal indicating 
that the goods, cattle, mineral, or ballast train is shuntedj 
-or that there is an interval of at least ten minutes between 
«uch train and the passenger train. 

Should two trains which have to run for\vard on the 
same line approach a Junction within five minutes of 
each other, the second train must be stopped, and the 
•engine-driver informed of the train in advance. If the 
first train has passed more than five minutes, but less 
than ten minutes, the signahnan must exhibit the 
"*^ Caution " signal, by hand, hand-lamp, or flag, as occasion 
may require, to the engine-driver of the second train. 

Note. — This rule does not apply where tJie Block System ^^^9^ 
is in operation, and trains are telegraphed as clear of the les. 
post in advance before the time stated has elapsed, nor to 
signal loxes at the entrance to stations at which two or more 
trains have to connect with each other : in the latter case, 
unless fecial instructions fm^ the working of the traffic are 
provided, the signalman, lefore loivering the signal for a 
train to enter the station, must satisfy himself that the line 
is clear to the point the train has to run to, and, if he is in 
^doubt, he must stop the train and caution the engine-driver 
both verbally and by hand signal before he allows it to enter 
the station. 

164. Station Masters and signalmen are required to J^^^""**^ 
ascertain how the ordinary and special trains in their ^[^»<^^ 
respective districts are running, and to give information 

4)0 guards. The guard in charge of a train which should other traii 
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shunt for another train to pass, must instruct the engine- 
driver where. to shunt, and, on arriving at a station, 
junction, or siding, where he should shunt for another- 
train to pass, must inquire whether the train due to pass 
him there is late. The guard must be informed as to the 
whereabouts of the train, and, subject to the order of the 
station master or person in charge, must proceed or shunfe 
as may be necessary. If he goes forward he must take 
care that there is ample time to reach the place he intend® 
to proceed to, and get his train shunted ofP the Main Linfr 
in accordance with Rule 166 ; and where the Block system 
is not in operation, the station master or person in charge 
must himself inform the engine-driver of the following 
train the time that has elapsed since the previous- 
train left. 

165. Passenger Trains must, as a rule, take precedence- 
of all other trains ; and where the block system is not in 
operation, no goods, mineral, or ballast train must be 
started from any station, siding, or junction within ten 
minutes of a Passenger Train being due to leave. If^. 
however, the station master or signalman has ascertained 
by telegraph, or otherwise, that the Passenger Train, which 
is due to leave, is late, he may dispatch the goods, mineral, 
or ballast train, with a sufficient margin to admit of it» 
reaching the next shunting station or siding in time to 
avoid delay to the Passenger Train, taking care specially 
to warn the engine-driver and guard of the Passenger 
Train when it arrives, and to inform them of the precise 
time when the goods or mineral train was dispatched. 

166. Where the block system is in operation, goods, 
mineral, cattle, and ballast trains must be shunted out of 
the way of passenger trains ; and mineral, slow goods, and 
ballast trains must also be shunted out of the way of &8t 
goods and fish trains at stations or sidings where there are 
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fixed signals, in sufficient time to prevent the passenger 
train, fast goods, or fish train, respectively, being delayed 
by the signals either at the station where the train is 
being shunted or at the block station in the rear. 

Where the block system is not in operation, trains, as 
above, which have to be passed by any other train, must 
be shunted at stations or sidings where there are fixed 
signals, at least ten minutes before such passenger train, 
or fast goods, or fish train is due, and kept there till five 
minutes afi;er it has passed. Wherever there is sufficient 
siding accommodation to contain the train it must not be 
shunted from one main hne to the other, but always from 
the main line into the siding. 

167. When a train or engine has to be shunted from shunting 
one Main Line to the other to allow a following train to one Main 
pass, such train or engine must be set well within the other to 
home signal, so as to be efficiently protected by it from any Mother 
train or engine approaching from the opposite direction. *° ^^*^ 

168. No ensine or vehicle must be shunted or moved shnnthig 

J, operations 

from one main line to the other, or from the main hne to be pro- 
into a siding, or from a siding on to the main line, until 
the proper signals have been exhibited, in one or both 
directions, as may be required ; and care must be taken 
when the main line is about to be obstructed, after a 
distant signal has been placed at " Danger " for the pur- 
pose of protecting it, to allow sufficient time to elapse for 
any approaching engine or train (which may have been 
near to or within such signal before it was so placed at 
*' Danger") to pass before the obstruction is allowed. 

169. Should a train, which has been telegraphed as Trains not 
having entered a Tunnel, not emerge therefrom within a ^S^Siei 
reasonable interval of time, the signalman towards whom J^^bie 
the train is approaching must prevent any train in the ^^^ 
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opposite direction eutering the Tunuel through which 
there is a double line of rails, until he has ascertained 
that the line on which it has to run through the Tunnel 
is clear. 

^^»8of 170, • When it is necessary to change or turn a rail. 
Signals or in any manner to obstruct the line, or to do any work 

when plate- . ., •' . , ., ,. . . , « 

layers are at to the permanent-way, between the distant signals of any 

work within ... . , . . , -,, . , ■,,. , ,. 

station statiou, junctiou, or any intermediate signalling place, ot 
n^Mnter- a character to make the exhibition of a signal at all neces- 
nai5bo«j&!^" sary, the permission of the signalman in charge of the 
Fixed Signals must be first obtained by the foreman 
platelayer, and the work must not be commenced until the 
signals have been placed at " Danger," and the signals 
must remain in that position until the signalman is in- 
formed by the same platelayer that the line is again clear, 
and safe for the passage of trains. 

piateiAyors The platelayers must, in addition, protect their opera- 
^]pki^n! tions by sending out a Flagman, as ordered by Kule 321. 

Flagman. .' When a Flagman, in going back to stop a train, passes 
any signal station or junction, he must request the signal- 
man to keep at " Danger " the signals of that station or 
junction, to protect the line which is obstructed, and the 
signalman so instructed must not take off his signals 
until the Flagman or foreman platelayer in charge of the 
work has informed him that the obstruction has been 
removed, and that the line is clear ; the object being 
that the signalman and platelayers shall not show con- 
trary signals to approaching engine-drivers. 

Points not 171. No pcrsou must move any points which lead to 

to he moved w a 

without the main line, or from one main line to the other, without 
pe^^iB^' the permission of the Signalman in charge. 

Enginesof 172. No Engine, the property of a private owner, 
^^n. must, under any circumstances, be allowed to enter upoa 
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the main line, except by special pennission of the General 
Manager. 

173. Each signalman must keep his Signal-box strictly f^^*5c?^t 
private, and not allow any other persons than the author- private. 
ised officers of the company to enter it. 

174. The Signalman must see that each train, as it signalman 

^ to see that 

passes his box, has a tail lamp attached to the last vehicle, each train 
so that he may be satisfied the whole of the train has lamp on the 
passed, and that none of the vehicles have broken away. ^ 

175. If a signalman observe anything unusual in a signalman 
train during its passage, such as signals of alarm by a thing wrong 
passenger, tail lamp missing or out, goods falling off, a traios!^"^ 
vehicle on fire, a hot axle box, or other mishap, he must 

give the station in advance the signal to " Stop and ex- 
amine train," and the signalman at the station in advance 
must acknowledge such signal, and instantly put on the 
danger signals to stop the approaching train. Where 
practicable, the signalman must also telegraph the station 
in advance the cause of sending the " Stop and examine 
train '* signal. 

Should the signalman receiving this signal have reason Train on 
to suppose that there is any danger to a train travelling Linc'to be 
in the opposite direction, he must also stop that train, ^ ^^ 
and inform the engine-driver of the circumstances, in- 
structing him to proceed cautiously. 

176. Should any Vehicle or portion of a train beveiiicioor 
running back in the wrong direction, the signalman must ningbackon 
<5all the attention of the signalman at the next signal-box ^°°^ "*®' 
towards which the vehicle or portion of the train may be 
running, by giving the prescribed signal indicating that 
Yehicles are running back on wrong line. 

The signabnan who has received this signal must stop 
any train about to proceed on the same hue, and take 
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such protective measures as may be necessary, such as. 
turning the runaway train across to the other line or into 
a siding, as may be most expedient under the circum- 
stances. 

177. If any vehicle or portion of a train has escaped^ 
and is running away in the proper direction on the right 
line, the section in advance must be advised of the fact 
by giving on the bell or gong the signal " Vehicles run- 
ning away on proper Line." The signalman receiving 
this signal must, if necessary, send the signal forward, 
and take such other measures as he may consider most 
expedient under the circumstances. 

178. When a train has become divided and is running 
on a falling gradient, the front portion must not, when 
the line is clear for it to proceed beyond the signals, be 
stopped, so as to risk its being overtaken by the second 
portion; but when such train is running on a rising 
gradient, or where the Hne is level, the first portion must 
be stopped, and shunted into a siding as expeditiously as 
circumstances will permit. 

179. Where the Hne is not worked under the block 
system, no passenger train must, during foggy weather or 
snow storms, follow a goods train, nor must a fast goods 
train follow a stopping passenger train from a station, 
nor pass a signal-box where trains are ordinarily signalled 
within fifteen minutes, nor even then, until the engine- 
driver has been properly warned of the time of the 
departure of the preceding train, and where it will next 
stop. 

180. A Special Train to follow, is indicated by the 
preceding train carrying on the last vehicle a red board 
or a red flag by day, and an additional red tail lamp by 
night, but as Special Trains or Engines have frequently 
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to be run without previous notice of any kind, it is |5^ 
necessary for the staff alone: the line to be, at all times, without 
prepared for such extra trains or engines. "^^ 

181. When Vehicles are detached at stations from the Vehicles 
rear of trains, and have to be shunted into sidings, the stations. 
fiignahnan must be at once informed of the fact, in order 

that he may keep the signals at " Danger " for the pro- 
tection of the line ; and, at night, in addition, a red light 
must be shown at the rear of the Vehicles, until they are 
safely placed in the sidings, 

182. Goods and Mineral Trains must stop at the ^,9^^ a"*^ 

^ Mineral 

places specified in the Working Time-tables, unless, on Trains to 
approaching a station or siding, a signal is given by the marked m 
station master or signalman, by hand-lamp or flag, that Time-tabie. 
it is not necessary for the train to stop. When this is „ 
done, the train may run past the station or siding with- 
out stopping, unless there are waggons or goods to lea\e, 
when the engine-driver will have instructions from the 
guard to stop. In the case of a train timed to stop at a Trains timcci 
stationer siding " when required," the engine-driver of "wiien re- 
such train must stop at the station or siding, unless he ^ ' * 
receives a hand-signal to proceed without stopping. 

•183. The Signal Lamps must be lighted as soon as it lighting 
commences to be dusk ; and, during the interval between Lamps. 
daylight and dark, both day and night signals must be 
used. 

The Signal Lamps must be extinguished in accordance Extingnish- 
with the following directions : — At places where a person ^milf°* 
is on duty all night, and at level crossings, where a 
station master or gateman is resident on the spot, and 
trains are running, the Signal Lamps must not be put 
out until broad daylight. At places where no person is 
on duty during the night, the ISignal lamps must be put 
out before the person last on duty leaves. 
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Swh^^? 184. Should a Ballast Train have to discharge or 
ortakjnjDrup take up materials on the main line between two block 

materials on . ^ 

Main Line sigual-boxes, the guard of such train must, before entering- 
Block Big. the ^ectioji, inform the signalman in charge of the block 
oxes. gjgjjg^i.jjQx there of the fact, so that he may be aware of 
ti^e proposed occupation of the hue, and give any in- 
structions that may be necessary as to the shunting of 
the Ballast Train for other trains. 

Danger 185. Whcu it is ncccssary for a Signalman to leave 

shown wiien his box for the purpose of re-lighting or re-trimming his 
teave^^hS^ Distant Signal lamps, he must, before proceeding to do so, 
^rariiy." placc all his signals at '* Danger." 

i6a^vk?°dut ^^^' '^^ ^^ signal-boxes where both day and night 
to give signalmen are employed, each signalman, before taking 
to man by charge, must, in addition to satisfying himself that all 
reuevedf^ the telegraph instruments, signals, points, &c., are in 
good working order, ascertain, from the man he reheves, 
whether there is any special circumstance requiring 
attention ; whether the trains which are due to pass have 
done so, and if not, what are the exceptions ; also what 
trains, if any, are in the station, or are signalled, and all 
other matters, the knowledge of which is necessary to 
enable him to properly discharge his duty. The Signal- 
man relieved must give full information on these points 
before leaving duty, so that the duties of the post may 
be conducted in an efficient manner, and any inconveni- 
ence arising from the change of men avoided. Each 
Signalman must register in the Train Book the time of 
his arrival on duty, and the time of his leaving, and 
place his signature thereto. 

Regulation 187. Each sigualmaii, before commencing duty in the- 
Bign^j" ^ morning, must, when practicable, compare the clock in 
^^^' his box with the station clock, and if any difierence 
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exists, he must correct his own by the station clock, so 
that the correct time may be sho^Nn. Where the signal- 
boxes are some distance from a station, the signalman 
must satisfy himself that his clock is going well and 
keeping good time, by comparing it from time to time 
with the nearest station clock. If a clock gets out of 
order and does not keep good time, it must be reported 
to the station master, who has the supervision of the box,, 
so that the clock may be repaired or replaced ^vithollt. 
delay. 
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Signals. 188. Eoch Gateman will be provided with Day and 

Night Signals and Detonators, which he must keep in. 
proper order. 

The Signal Lamps must be lighted as soon as it com- 
mences to be dusk ; and, during the interval between 
daylight and dark, both Day and Night Signals must 
be used. 

The Signal Lamps must be extinguished in accordance 
with the following directions : — At places where a person 
is on duty all night, and at level crossings where a station 
master or gateman is resident on the spot, and trains are 
running, the Signal Lamps must not be put out until 
broad daylight. At places where no person is on duty 
during the night, the Signal Lamps must be put out 
before the person last on duty leaves. 

189. Unless special authority be given to the contrary, 
the gates must always be kept shut across the roadway, 
except when required to be opened to allow the railway 
to be crossed. 

Gates not to 190. Whenever the railway is required to be crossed, 
train is near, the gateman must, before opening the gates, satisfy him- 
self that no train or engine is near ; he must then show 
Signals. his " Danger " signals, to stop all coming trains, and in 
all cases such signals must remain exhibited until the line 
is clear ; he must then close the gates and take off the 
signals. 



Gate across 
public roads. 
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No Traction-Engine, or other road steam-engine, must Traction 
"be allowed to cross the railway at a level crossing where cixmii^ 
there is a block telegraph station, until the line has first 
been blocked by telegraph in both directions. 

191. The Gate towards which cattle, carriages, or Pnrtiier 
horses are approaching must not be opened until the oret opeiui«L 
opposite Gate has been first opened, so as to allow them 

to cross over without stopping upon the line. 

192. Every gatcman must take particular notice of Tminstok* 

1.. ., I'oi .1 • 1 observers lU 

'each tram as it passes, and, if he see anything wrong, he thej pa^i. 
must show a " danger " signal to the guard and engine- 
driver. 

193. Gatemen who are not in raised boxes must, when signniiinir 
Signalling, stand in such a position as to be readily seen JL'wi'^oiS. 
by the engine-driver and guard of an approaching train. 

194. At, places where the Block System is not in signals 
operation, and where there arc fixed signals, the "danger" bS ^^^ 
signal must be exhibited at these signals for five minutes nlfi^ ** 
after the passing of any train or engine, after which the operati<». 
"caution" signal must be exhibited at the home signal 

for a further period of five minutes, at the expiration of 
which time the "all right" signal must be exhibited. 
Where there are no home signals the " caution " signal 
must be exhibited by hand-lamp. 

195. When the block system is in operation, and the signal* 
Ijevel Crossing is not a Block-post, the signals must only ing iJ^n«*» 
be used for the protection of the Crossing. Biock-poak 

196. The Lamps on Level Crossing Gates of public i-aj^p^ «» 
highways must show a red light in each direction along ing oatca 
the line when the gates are closed across it, and must be 
kept lighted from dusk to daylight, and during foggy 
weather. 
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ytrkinpof 197^ xt level crossings where fixed siffuals are pro- 

^jjnials to be , '' or 

tiiitcd, vided, the gateinan must test the Avorking of his Signals 
both by day and by night, and report immediately any 
defect to the inspector of permanent way, or other person 
in charge of the repair of Signals, and also to the station 
master under whose supervision he acts. 

aicfccts to 193. Gatemen and others in charge of gates or points 
must give notice to the inspector or ganger of permanent 
way immediately on any repairs being required thereto : 
and in case any part becomes defective or broken, or 
should any gate not close properly and fasten itself on the 
instant of its being shut, they must immediately request 
the nearest platelayer to have the same put right. 

-^ii^pasfflng 199^ Each gateman must, as far as practicable, prevent 
wnixoa. any trespassing on the line at or near his crossing, and 
report every case of the kind to the station master under 
whose supervision he acts ; and no person must be per- 
mitted to walk on the line, unless provided \vith written 
or printed permission to do so, signed l)y a properly 
authorised officer of the Company. 
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GUARDS. 



200. Every Guard must be in attendance at the Attendance 
stjttion from which he is to start half-an-hour before the partnre of 
time appointed for the departure of his train, and must 

carry mth him a copy of these Regulations, and the ^®|{^*^®"^^ 
Working Time-tables of the lines over which he has to Timc-tabies. 
run, and must regulate the working of the train in ac- 
cordance therewith. 

201. Each train is under the control of the Head Train under 
Guard, who must instruct the engine-driver as to the Head Guard, 
stopping, starting, and general working of the train. 

When there arc Two Guards with a train, the Under x'ndor 
Guard must obey the orders of the Head (iiiard. ..\I?v Vcwf 

CJuaifl. 

202 Whilst trains are within station limits, the Guar.i^ 
Guards are under the orders of the fc^tation Masler or orhitlitSmr* 
jK'rson in charge. 



AI aster. 



203. Tlie Guard must not allow any person to ride ^as^ enters 

, . , ,, . , 1 " ., not to iMe 

outside the carriages, nor must he jxrmit any un- outside 
authorised person to ride in his van, or in auy compart- bl^anf.^ "^ 
ment or vehicle in Avhicli parcels or liiggnge may bo 
placed. 

204. Guards arc forbidden to carry any description of rackajros 

package, either for themselves, their friends, or the ]mblic, conveyed 

without proper authority in writing for the free transit bookSi. 

thereof, or unless such package be properly entered on the 

way-bill. 
F 2 



68 GEinSBAL BEGULATIONS. 

Trains not 205. No train must be allowed to travel on the line 
■unset or in after sunsefc or in foggy weather, unless there shall be 
weSher attached thereto, and lighted, a Red Tail Lamp and two 
MgWfid* Red Side Lamps ; and the guard, if there be only one, or 
tt^^ps. ^^^ rear guard, if there be more than one, must see that 

these Lamps are kept properly burning throughout th« 

journey, 

T?SS?foi. ^^^* "^ Special Train to follow, is indicated by the 

lewing. preceding train carrying on the last vehicle a Red Board 

or a Red Flag by day, and an additional Red Tail Lamp 

g^ by night, but as Special Trains or Engines have frc- 

without quently to be run without previous notice of any kind, it 

is necessary for the staff along the line to be, at all 

times, prepared for such extra trains or engines. 

Special train The Station master or person in charge at the startinj^ 
^ point of a Special Train is responsible for the tail-board 
or red flag by day, and the extra lamp by night, being 
affixed on the preceding train, and for informing the 
guard in charge of it of the description and destination 
of the Special Train. The guard of a train preceding 
the Special Train is required to see that the tail-board, 
flag, or extra lamp is removed when no longer wanted, 
and he must inform the person in charge of each station 
at which he stops of the description and destination of 
the train that is following. 

gtartinj? of 207 The signal to the engine-driver to start must lie 
G^^*^^ given by the Guard, upon receiving intimation from the 

person in charge of the station that all is right for the 

train to proceed. 

When there are two or more guards with a train, tlie 
Signal to the engine-driver to start must only be given by 
the Guard nearest the engine, and not until after he has 
exchanged signals with the guard or guards in the rear^ 
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and received intimation from the person in charge of the 
station that all is right for the train to proceed. The 
signal for starting the train must be given by the guard 
blowing his whistle and showing a hand-signal ; at 
night, when a lamp is used as the hand-signal, it must 
show a green light and be raised above the head, and 
waved gently from side to side. 

208. The Guard must ride in his Break- Van, and not Must rido 
upon the engine or in any other part of the train ; he is BrwOcVan, 
forbidden to pass over the tops of the carriages when in 
motion. 

208 a. He is responsible for the proper RECEIV- Luggage. 
INQ, CAREFUL AND SECURE STOWING AND DELIVERY 
OP LUGGAGE, AND MUST ARRANGE IT SO THAT UPON 
ARRIVAL AT ANY STATION THE PACKAGES FOR THAT 
STATION MAY BE PUT OUT EXPEDITIOUSLY. 

209. Every guard, when travelling, must keep a good to keep a 
look-out, and should he see any reason to apprehend out. 
danger, he must use his best endeavours to give notice 
thereof to the engine-driver. 

Should a guard wish to attract the attention of the Means to be 

J. -i .. TTi« , • ii adopted by 

cngme-driver, he must, m addition to using the commu- guard to 
nication where such exists, apply his break sharply, and |in^driver'j 
release it suddenly. This operation repeated several ***®°*^®°- 
times is almost certain, from the check it occasions, to 
attract the notice of the engine-driver, to whom the 
necessary " Caution " or " Danger " signal, as the Cjase 
may require, must be exhibited. 

210. When the Engine-driver gives three or more Means to be 
short, sharp whistles, or sounds the break whistle (when ^gfne?^^ 
a special whistle is supplied for that purpose), or applies attJact*** 
the communication, where such exists, the Guard, orfg^^\^^*** 
Guards^ must immediately apply the breaks. 
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tolSSpUed ^^^' ^^ travelling down steep inclines, guards must, 

when going in order to steady the trains and assist the engine-drivers, 

cUnes. apply their rear break, care being taken not to skid the 

wheels except when a train is approaching at too great a 

speed a station at which it is timed to stop, or when the 

breaks are specially whistled for by the Engine-drivers. 

Guard to 212. When from any cause a train is unable to proceed 

toSn when at a greater speed than four miles an hour, the Guard, if 

ISKy.* there be only one, or the Rear Guard, if there be more 

than one, must go back, or send some other competent 

person, 1,000 yards. The person who goes back must 

follow the train at that distance, and use the proper 

Danger signals, so as to stop any following train, until 

assistance arrives, or the train is shunted. 

Irregular 213. When a train is stopped by an accident or from 

stoppages of rr j 

tratos by any causc (except where it is efficiently protected by fixed 
otherwise, siguals), the Guard, if there be only one, or the Rear 
Guard, if there be more than one, must immediately go 
back 1,200 yards to stop any following train, and must, 
in addition to his hand signals, take not less than six 
detonators (which are to be used by day as well as by 
night), and he must place upon the line of rails on which 
the stoppage has happened, at a distance of 400 yards 
from his train, one of the detonators, at a distance of 800 
yards another detonator, and at a distance of 1,200 yards 
two detonators, ten yards apart, and also conspicuously 
exhibit his Hand Danger Signal to stop any coming train. 
The guard must not return to his train until recalled by 
the engine-driver sounding the whistle of his engine, and 
when recalled, he must leave the two most distant deto- 
nators, and return to his train, taking up the other 
detonators on his way. 

GauM. Where the Mixed Gauge is laid, detonators must be 

placed on each rail, both for broad and narrow gauge 
trains. 
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In the case of Parallel Lines laid so near together that f^rauei 
n vehicle running on either line fouls the other, deto- 
nators must be placed on each hue of rails. 

Should the stoppage or failure occur to an engine not when st«i»- 
- attached to a train, the fireman must immediately gotoaiiRiit 
back and act in the way prescribed for the guard. engme. 

214. Should the failure occur on a portion of the line stoppage oi 
worked on the Block System, the person who goes back Line is 

to protect the train must (after placing the detonators on Block' ^^ 
the rails as described in preceding Eule) proceed as ^^'^*^'"* 
quickly as possible to the nearest Telegraph SignaUing 
Station in the rear, and infonn the signalman of the 
■occurrence, and take such other steps as may be necessary 
for securing the safety of the line. 

If a second train comes up before the obstruction has second 
been removed, the guard of the second train must protect n^befom"' 
his train as directed in Rule 213. The guard of the first JbSnicUwk 
train having assured himself that the guard of the second 
train has gone back with the necessary signals for the 
protection of the second train, may then rejoin his own 
train. If other trains come up, the same regulations must 
be earned out, the guard of the last train being the pro- 
tection for the whole. 

215. Should an accident to a train, accompanied by Both Line* 
only one guard, cause the obstruction of both hues, and and "ho ' 
the engine-driver run forward without being aware of the driver^'imt 
accident, the guard must, if he can obtain the services of J^?."""^ "^^*" 
a competent person, send him forward to protect the oppo- 
site line to that on which the train was running, and him- 
self go back as directed in Rule 213. 

In the event of no competent person being at hand, 
the guard must, if the Block System is in operation on 
that portion of the railway, first go forward, exhibiting 
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his hand " Danger " Signal, and place three detonators, 
on the opposite line to that on which his train was 
running, at least 1,200 yards from the obstruction, and 
then return and protect the rear of his train as provided 
in Eule 213. 

• Where the Block System is not in operation, the guard 
must use his discretion as to which line he protects first,, 
having regard to all the circumstances of the case, but 
must use his best exertions to provide for the protection, 
of both lines with as little delay as possible. 

*«ijonof 216. When a portion of the train is left upon the 

Main Line Maiu Liuc from accidcut or inability of the engine to 

-•lent or*' ' take the whole forward, the engine-driver must not return. 

i^il**^ for it on the same line, except by written instructions 

from the guard, but must go on the proper hue and cross- 

at the nearest points loehind the part left, which he must 

push before him till convenient to go in front again with. 

the engine. If the engine-driver finds it necessary to- 

return to the rear portion of his train on the same line, 

he must, before starting with the front portion, send his 

fireman back to the guard to obtain the necessary written 

instructions authorising him to do so, and if he give such 

instructions, the guard must continue to protect his train 

in the rear, and prevent a following train pushing it 

ahead. 

When there is only one guard with the train, it is the 
duty of the fireman to ride upon the last vehicle of the 
front portion of the train until it is placed in a siding; 
and it is the duty of the guard, after putting down his 
break, and carefully securing the last portion of the train 
80 that it will remain stationary, to go back and take the 
necessary steps for protecting it by signals, in accordance- 
with Rules Nos. 213 and 214. 
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"Where two guards are employed with the train, the 
under guard must uncouple it, and ride upon the last 
vehicle of the front portion, in place of the fireman as 
directed above, the head guard taking the necessary 
measures for protecting the last portion. 

217. If, in case of accident, an engine or train is Engine 

. passing for ft. 

unavoidably obliered to run for a short distance in the short dia- 

tance on° 

wrong direction on either line, the guard or fireman must wrong une 
'go or send some other competent person back to the next ^dd^n^ 
signalman, and obtain his permission in writing for the 
engine or train to run on the wrong hne to his post ; and 
the engine-driver must not, under any circumstances, 
move in the wrong direction until he has received such 
written permission. 

218. No engine must be allowed to push a train of Engine not 
carriages or waggons on the Main Line, unless within train. 
station limits, but must in all cases draw it, except under Exceptions, 
special regulations when assisting up inclines, or when 
required to start a train from a station. In case of an 
engine being disabled on the road, the succeeding engine 

may push the train slowly to the next siding or cross- 
over road, at which place the pushing engine must take 
the lead. 

219. When trains are stopped between the Home and Trains 
Distant Signals, Guards must not consider them protected tween Home 
by the Distant Signal, unless the engine is near to the signal 
Home Signal, but they must go back and protect their 

trains as directed by Eule 213. 

Note. — This Rule does not apply where, owing to 

another Signal-box being near, the Distant Signals are 

Jlxed at less than the usual distance from the Home Signals, 

and where the Signals are repeated from such other SignaU 

iox. 
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Trains 220. Whcn a train is stopped at a Block Telegraph 

btoSk^o^x*** box under cover of Home and Distant Signals, waiting- 
.TJjS?^ " I^i^G Clear," Guards need not go back with Signals to 
Clear." protcct it, but, in case of a stoppage or failure between 
totratQs*" two Block Sigual-boxes, the Guard must go back and 
bSSn two protect the train, as required by Rules 213 and 214. 
wock boxes. g^ould the Stoppage or failure occur to an engine nofc 
attached to a train, the Fireman must immediately go 
back and act in the way prescribed for the Guard. 

Shunting 221. No engine or vehicle must be shunted or moved 

•operations to " 

be protected, from ouc main line to the other, or from the main line 
into a siding, or from a siding on to the main line, until 
the proper signals have been exhibited, in one or both 
directions, as may be required ; and care must be taken, 
when the main line is about to be obstructed, after a 
Distant Signal has been placed at " Danger " for the 
purpose of protecting it, to allow sufficient time to elapso 
for any approaching engine or train (which may have 
been near to or within such Signal before it was so 
placed at "Danger") to pass before the obstruction is 
allowed. 

Information 222. Station Masters and Signalmen are required to 

^^0?^" ascertain how the Ordinary and Special Trains in their 

trains. rcspectivc districts are running, and to give information 

Shunting for to guards. The guard in charge of a train which 

±0^88.'*^* should shunt for another train to pass, must instruct the 

engine-driver where to shunt, and on arriving at a 

station, junction, or siding, where he should shunt for 

another train to pass, must inquire whether the train due 

to pass him there is late. The guard must be informed 

as to the whereabouts of the train, and subject to the 

order of the station master or jxirson in charge, must 

proceed or shunt as may be necessary. If he goes 

forward he must take care that there is ample time to 
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reach the place he intends to proceed to, and get his 
train shunted off the main line in accordance with 
Enle 130 ; and where the block system is not in opera- 
.tion, the station master or person in charge must himself 
inform the engine-driver of the following train the time 
.that has elapsed since the previous train left. 

223. Should any part of a train become detached Portion of 

train 

wrhen in motion, care must be taken not to stop the front detached 
part of the train before the rear portion has either been moSon? 
stopped, or is running slowly, and the rear guard must 
promptly apply his break to prevent a collision with the 
:front portion. 

There may be cases requiring the train to be stopped, whether to 
owing to the failure of, or accident to, some part of it, otherwise 

•• when aoGi~ 

when the prompt exercise of judgment and skill is dent to, or 
necessary to decide whether to stop quickly, or otherwise. porSSi^of, 

. train arisen. 

If the engine be defective, the sooner the train can be 
stopped the better. If any of the vehicles be off the 
rails, the breaks in the rear must be instantly appUed, in 
order that by keeping the couplings tight, the disabled 
vehicles may be kept up and out of the way of the 
vehicles behind, until the force of the latter is exhausted, 
it being desirable in such cases that the front portion of 
the train should be brought slowly to a stand. The 
appKcation of the front breaks might, in such cases, 
result in further damage, and they should only be applied 
when the disabled vehicles are in the rear of the train. 
In all cases the application of breaks behind a disabled 
vehicle will be attended with advantage. 

224. Guards performing shunting operations at sidings vehicles to 
must, in all cases, take care that the vehicles are left cleai* Jim^ 
of the main line, and within the Safety Points and Scotch aSd ^tS*" 
Blocks, and that the Points fall properly, and the Scotch ^^^^***^ 
Blocks are replaced across the rails after the operation is 
completed. 
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xamps of 225. When a train is shunted for another train to pass^ 
tr^. the Tail and Side Lamps must be removed, or so disposed 
of as not to exhibit the Eed Light to a following train. 



Double 226. Double shunting is strictly prohibited, except 

* ^ "^- when done by engines specially used for the purpose of 

shunting, and attended by experienced shunters. 

Fly shunt- Fly Shuutiug of empty vehicles against loaded passen- 
ger trains, and of vehicles containing passengers or live 
stock, is strictly prohibited. 

inwOT^^*^ 227. Should a guard find any signal exhibited which 
of sijrnais to ought uot to be, or observe any other irregularity in the 

working of signals, or should he see any cattle, or other 
jAne!^ ^^ obstruction on the line, or any defect in the signals, works^ 
Defective permanent way, or telegraph, he must report the same at 
TO^'?te(L** ^ ^^^ fi^st station at which the train stops, and also on his 

journal. 

si^ai not 228. The absence of a Sir/nal at a place where a Signal 

shown or , ./ »/ .r */ 

imperfectly ts Ordinarily shown, or a Signal imperfectly exhibited, mtist 
be considered a Danger Signal, and treated accordingly, and- 
the fact reported to the Signalman or Station Master. 

Traiuonfire. 229. Should any vehicle in a train be on fire, the 
train must be stopped, and the guard must protect it in 
compliance with Rule 218. The under guard or fireman 
must detach the vehicles in the rear of those on fire, and 
the burning vehicles must be drawn forward to a distance 
of fifty yards at least, and then be uncoupled, and left 
until the fire can be extinguished, to effect which every 
effort must be made. 

cuards to 230. Evcry Guard, before starting with his train, must 

^to^f examine the Notices to see whether there is anything 

requiring his special attention on those parts of the line 

over which he has to work, and he must, before going off 
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duty, ascertain, from the Notices posted for his guidance, 
the time at which he is required to be on duty the follow^ 
ing day. 

231. Guards and all other servants must exercise Getting 

between 

proper care in getting between Vehicles for the purpose of vehicles «• 

/^ T TT V J.-U couple or 

Couplmg or Uncoupling them. uncoupw 

them. 

232. At the end of the iourney, the guard in charge Train 

If 1 • f t f 1 journals. 

must deliver to the station master or forward direct to the 
superintendent or goods manager, as may be ordered, a 
Journal containing the time of the running of his train, 
noting therein every circumstance of an unusual kind, any 
detentions that have taken place on the journey, and any 
error as to parcels, luggage, or goods. In the event of 
any occurrence having taken place which might have 
involved, in any respect, the safety of the train or line, he 
must, in addition to the notices in his Journals, send in a 
special report thereof. 

233. When a Guard is returning to the station at Guard 
which he resides by a train other than that he is appointed a'train^he i? 
to work, he must render all the assistance in his power in pohSai ta 
the working of the train by which he travels, and obey ^"'^* 
any instructions received from the guard in charge of such 

train ; and when there is a break van, in which no guard 
is riding, on the train, he must ride in such van, and act 
as under guard. 

234. Every Passenger Guard must have with him his Articles a 
watch, whistle, and carriage key, and take in his van Guard mnsfc 
a red, a green, and a white flag, a box of detonators (not wm! ^* 
less than twelve), a hand signal lamp, two hand scotches, 

and a tail signal board to indicate ** Special follow- 
ing.'' 

285. The Head Guard, before starting, must satisfy h^q^^ j^ 
himself that there is a sufficient number of carriages 
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Siuokiug. 



attached to the train ; that the breaks arc in good 
working order ; that the carriages are properly cleaned, 
coupled, and labelled ; that they are provided with the 
necessary tail, side, and roof lamps ; that when the latter 
are not used, the plugs are placed in the lamp holes ;: 
and, when a means of commuiiication between passengers 
and servants of the Company in charge of the train is 
required, that it is applied and works properly. 

235 a, A BREAK MUST BE PLACED AT THE REAR OF 
EVERY TRAIN IF PRACTICABLE. 

23G. Guards must see that the doors of the carriages 
are properly closed, and in case of any unusual stoppage 
on the, road, must request the passengers to keep their 
seats, except when necessary to alight. 

237. Should a Passenger train, in stopping at a 
station, overrun, or stop short of, the platfonn, the- 
engine-driver must not move the train back, or draw it 
forward, until he receives instruction from the guard in 
charge to do so. KStation masters, guards, and others, 
must at once take steps to prevent passengers leaving the 
carriages that arc not at the platform ; and as soon as the 
guard in charge has satisfied himself that all carriage 
doors are closed, and that no passengers are entering or 
leaving the train, he must instruct the engine-driver to 
put back or draw up to the platform, as may be required. 
The engine-driver must sound his whistle sharply and 
DIST^^'CTLY before moving his traiu. 

238. Smoking in the carriages, except in the com- 
partments specially set apart for that purpose, is strictly 
forbidden, and guards must take care that the bye-law 
on the subject is enforced. The guards must, before 
starting, see that they have a sufficient numl)er of com- 
partments reserved for smokers, and be careful not to 
place ladies in the compartments so reserved. 
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239- The guard must take care that passengers enter Passengers 
the proper carriages for the places to Avhich they are proper 
booked, and that no passenger is allowed to leave the ®^"^^*^^- 
train for the purpose of rebooking by the same train, with by ^fe"^ 
a view to evade payment of the proper fare. SbUcdr' 

240. Should a vehicle be attached to, or detached change of 
from, the rear of a train /it an intermediate station, the side Lamps. 
guard, if there be only one, or the rear guard, if there 

be more than one, must sec that the Tail and Side Lamps 
are removed to their proper places on the train. 

241. Should complaint be made of the running of nefectirc 
any carriage, the guard must report it to the station 
master or first carriage-examiner, and enter the parti- 
ijulara on his journal, giving the number and class of 
carriage ; but if the guard has reason to apprehend 
danger from such carriage before it can be inspected, he 

must have it detached from the train. 

242. When ladies are travelling alone, the guards are ljuUcs 
to pay every attention to their comfort ; and in placing aione. 
them in the train, they must, if requested, endeavour to 
select a carriage for them (according to the class of their 
tickets) in which other ladies are travelling ; and if they 
wish to change carriages during the journey, the guards 
must enable them to do so. 

243. The guard must not allow any Passenger or Parcel PassonKor or 
to be conveyed by the train unless properly booked ; and to be con- 
if he has reason to suppose that any passenger is without pro^TiJ" ^^ 
a ticket, or is not in the pro|x?r carriage, he must request ^^'"^^'''• 
the passenger to show his tictket, reporting to the station 
master or person in charge any irregularity he may detect. 

"When a passenger is desirous of changing from an inferior Passci.ffer 
to a superior class of carriage, the guard must have this hiSI'f^"^' 
arranged by the station master or person in charge. c"iI^o7 

carriage. 
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Deficiency 244. When a deficiency of room occurs in a train 

train. while on the journey, guards must request the station 

master to telegraph to the next station where carriages 

are kept, to have one or more in readiness to attach on 

the arrival of the train. 

Windows of ^ 245. The windows of all empty compartments must 
fiartmentBto be closcd, uot ouly while the (Wirriages are standing at the 
^ ^^ stations, but also when the trains are running, immedi- 
▼«ntiJato" ately upon the compartment becoming vacant. The ven- 
•pen. tilators must be kept open. 

246. The guard must see that platelayers, and other 
workmen of the Company holding 3rd class passes, arc 
kept as separate as possible from the passengers. When 
a large number of workmen travel by the same train, car- 
riages must be specially provided for their use, and they 
must ride in these carriages only. 

Prisoners 247. Prisouers uudcr the charge of police, and persons 
persons. aflflictcd with insanity, must not be placed with other pas- 
sengers, but in a separate compartment. 



Company's 
worlonen 
to be kept 
■apart from 
passengers. 



Disorderly 
passengers. 



248. In the event of any passenger being drunk or 
disorderly, to the annoyance of others, the guard is to 
use all gentle means to stop the nuisance ; failing which, 
he must, for the safety and convenience of all, remove him 
from the train at the first station. 

couection of 249. Guards, on arrival at the Ticket collecting sta- 
tion, must request the passengers to have their tickets 
ready, and must assist the ticket collectors by opening and 
closing the carriage doors ; they must not, however, col- 
lect or examine tickets, except under special instructionR. 

n^Sfy""** ^^^' ^^ ^^^ arrival of a passenger train at a tenninns^ 
station untu the fiTuards must not leave until they have delivered over 

they have 

d<^T6red all parccls and luggage to the persons appointed to take 

and I ;e. 
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•<5harge of them ; and if any article be missing, they must 
immediately report the case to the person in charge of the 
•station, and on their journals. 

250 «. Guards in charge of parcels are re- charge oc 

parcels. 
iJUIRBD TO CHECK THE NUMBER WITH THE WAYBILLS, 

ON THEIR RECEIPT AT THE OUTWARD STATIONS, WHERE 

THEY ARE REQUIRED TO GIVE A SIGNATURE FOR THEM ; 

AND ALSO ON THEIR DELIVERY AT THE TOWNS AND 

STATIONS, AT WHICH THEY MUST TAKE A RECEIPT FOR 

THEM FROM THE PERSON TO WHOM THEY ARE DELIVERED. 

251. In order to insure uniform time being kept at all ^^^J^ 
the stations on the line to which time is not telegraphed, stroctaona 
the following regulations must be strictly observed : — 

(a,) Each guard must, before starting on his jour- 
ney, satisfy himself that his watch is correct with 
the clock at the station from which he starts, and 
must again compare it, and regulate it, if necessary, 
by the clock at the station "where his journey ends, 
before conmiencing his return journey. 

(J.) The guard in charge of the first passenger 
train (starting after 10.0 a.m.) stopping at all sta- 
tions on the portion of the Main Line or Branch over 
which it runs, must, on his arrival at each station, 
give the station master or other person in charge the 
precise time, in order that the station clock may be 
regulated accordingly ; and in the event of the time 
^ven by the guard differing from that of the station 
•clock the latter must be altered to agree. 

(r.) The station masters will be held responsible 
for keeping their clocks properly regulated in accord- 
.ance with this order, and must at once report to the 
Superintendent of the Line any serious defects that 
may occur in their working, in order that the neces- 
sary steps may be taken for theii* immediate repair. 
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uJ^G^rd ^^^- Every Goods Guard must have with him hiff. 
muat have watch and whistlc, and take with him in his van a red, a 

with him. ' 

green, and a white flag, a box of detonators (not less than 
twelve), a hand signal lamp, a full set of tail and side- 
lamps, two or more spare coupling chains, a box of grease, 
with knife and probe, a can of oil and feeder, a break- 
stick, two sprags, and two hand-scotches. 



I>uties of 
Ouardin 



253. The Guard in charge of the train must satisfy 
himself before starting, and during the journey, that the- 
train is properly loaded, marshalled, coupled, lamped, 
greased, and sheeted ; that the breaks are in good working 
order, and that the train is in a state of efficiency foir 
travelling, and has the proper signals attached to it. He 
must also carefully examine the loading of any vehicles- 
he may attach on the way, and if any vehicle become 
unsafe from the shifting or derangement of the load, 
must, at once, have the load readjusted or the vehicle 
removed from the train. 

l*ft<wengcr 253 a. WhEN HORSE BOXES OR PASSENGER CAR- 

S^ trains. RIAGES ARE RUN IN GOODS TRAINS THEY MUST BE- 

PLACED BETWEEN THE LAST GOODS WAGGON AND THE. 

BREAK VAN AT THE REAR OF THE TRAIN. CARRIAGE: 

TRUCKS MUST NOT BE RUN IN GOODS TRAINS. 

Attaohinj? 254. When from any cause a goods train has been 
ingrehioies brought to a staud on the main line, where the line is- 
isiwTieveL notlcvcl, and it is necessary for the engine to be detached 
from the train for the purpose of attaching or detaching- 
waggons, the guard must, before the engine is uncoupled, 
satisfy himself that the van-breaks have been put oa 
securely, and, as an additional precaution, must pin down 
a sufficient number of waggon-breaks, and place one or 
more sprags in the wheels of the waggons next to the 
rear break, in the case of an ascending gradient, and of 
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the foremost waggons in the case of a descending gradient, 
80 as to prevent the possibility af the waggons moving 
away. The number of sprags must be regulated by the 
steepness of the gradient, the number of waggons, their 
loads, and the state of the weather and rails. 

Where the line is level the van breaks must where lin 
BE PUT ON SECURELY. 

In all CASES THE BREAKS MUST BE KEPT ON, AND 
THE HANDLES SECURED BY THE CHAINS PROVIDED FOR 
THE PURPOSE, UNTIL THE TRAIN IS COUPLED UP AND 
READY TO PROCEED ON ITS JOURNEY. 

255. Before attaching any Travelling Crane to his Removal o 
train the guard must see that the jib of the crane is cSnes. ^ 
properly lowered and secured, and so fixed that it will 

pass under the gauge, and it must, when practicable, be 
so placed that the jib will point towards the rear of the 
train. 

256. The guard must see that the chains on Timber chains of 
Trucks and on Boiler Waggons are secured, in order to trucks and 
prevent their getting loose whilst travelling. Foreman, waggons t< 
guards, and shunters must take care that no Timber ^ ^^^^^^^ 
Truck or Boiler Waggon is allowed to leave a station or 
siding without the Chains being first carefully examined 

and made perfectly secure and safe, and guards will be 
held responsible for seeing that they remain so during 
the journey. 

257. Waggons must not be shunted into sidings, nor shunting 
to other waggons upon the main lines, without remaining from trains 
attached to the engine, except the waggons are attended 

by a breaksman, or other peraon prepared to put down 
the waggon-breaks, or apply sprags, as the case may be, 
so as to prevent their coming into violent contact with 
other waggons or vehicles, or fouling other lines. 
g2 
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Shunting 
waggons 
into incline 
sidings. 



Hoping 
Trucks. 



When Waggons require to be shunted into incline 
sidings, the trucks to be moved at one shunt must be 
limited to such a number as the engine can push up 
without going at a violent or excessive speed. 

257 a. When it is necessary to " i^ope " trucks 
into a siding on the " up " side, the engine whilk 
in the act of towing them must on no account 
take a cross-over road, but must proceed and 
remain on the " up " main line until the opera- 
tion is complete, and the rope has been detached. 

The same regulations wu^l apply in the cask 
of trucks roped from an "up" train into a 
siding on the " down " side, but in this latter 
instance the engine must proceed and remain 



« 



>> 



Delivery 
of Goods 
Train at end 
of joumey. 



ON THE "DOWN MAIN LINE. 

258. Goods guards must not leave their trains until 
they have been delivered over to the foreman, yardman, 
or shunter. 
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ENGINE-DRIVERS & FIREMEN. 



259. The engine-driver and fireman must be with Time of 

.1 • • L t L* • ILL* Lt attendance, 

their engine at such time previous to startmg as the 
Locomotive Superintendent may require, and must satisfy Engine to ix 
themselves that their engine is in proper order. oriu^"^ 

260. The engine-driver must have with him at all Articles to 
times on his tender two short chains with hooks, a com- 
plete set of lamps, a crowbar, a screw coupling, two large 

links, a screw jack, a fire bucket, a box of detonators (not 
less than twelve), a red flag, a complete set of fire irons, 
and such other tools as may be ordered by the Locomotive 
Superintendent from time to time. 

He must have with him a copy of these Eegu- Hegaiationa 
lations, and the Working-Time Tables for the current Sme-toWea! 
month, of the lines over which his engine has to run, 
and must regulate the working of the train in accordance 
therewith. * 

261. The engine-driver and fireman must not allow No on- 
any other person to ride on the engine or tender without ^^"^^ 
written permission from a properly authorised officer. ^n^^e. 

262. No engine must be allowed to be in motion on Engine not 
the Main Line, unless both the Engine-driver and Fire- moSo^on 
man are upon it. LiSe^Sout 

263. The engine-driver, before commencing his day's Slid fl^Tan 
work, must examine the notices posted for his guidance, |^"^8«po»^ 
in order to ascertain if there is anything requiring his Notices to be 
q>ecial attention on those parts of the Une over which he ^i^^ 

has to work. con^enoing 
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Not to leave 
station or 
ticket plat> 
form with- 
oat proper 
signal. 



Toiookback. 264. The fireman/on the starting of a train, and both 
the engine-driver and fireman frequently during the 
journey (especially when passing a signalman), must look 
back and see that the whole of the train is following in a 
safe and proper manner. 

265. When a passenger train is about to start from a 
Station or Ticket Platform, the signal to start given by 
the guard merely indicates that the station duty or the 
collection of tickets is completed ; and previous to start- 
ing the train, the engihe-driver must satisfy himself that 
the line before him is clear, either by observation, or by 
obtaining by means of his whistle the exhibition of the 
necessary signal, as the circumstances of the case may 
require ; and when starting, the fireman must look back 
on the platform side until the last vehicle has drawn clear 
of the platform, to see that the whole of the train is 
following in a safe and proper manner, and to receive 
any signal from the station master or guard that may be 
necessary. 

2GG. No engine must enter upon or cross the Main 
Line without the permission of the person in charge of 
the points and signals, nor then until the engine-driver 
has satisfied himself that the proper signal has beea 
exhibited. 



Fireman to 
look b.ick. 



Engine not 
to foul 
If ain Line 
^thout per- 
mission, and 
proper 
signals. 



Engine- 
Lamps and 
Indicators. 



267. The engine-driver must, before starting, see thafc 
his lamps are in good order, and that his engine carries 
the proper distinguishing lights, or other indicators of the 
train. At and after dusk, and during foggy weather, he 
must have the lamps lighted. 

To stand up. 268. The engine-driver must stand up and keep a 
good look-out iall the time the engine is in motion, and 
the fireman must also do so, when he is not necesBari^ 
otherwise engaged. 
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269. The engine-driver and fireman must carefully JjiJ[jgw^^^^ 
-observe all signals, and when from fog or snow-storm, or snow-stomw 
if from any cause, the Fixed Signals are not visible as be reduced 
soon as usual, the speed must be reduced, and every signals are 
possible precaution must be used, especially in approaching "^^ '^*>*«* 
stations and junctions, so that they may be able to stop 

the train short of any obstruction, should the signals be 
■against them. 

270. The engine-driver must regulate the running of Toregniftto 
his engine as accurately as practicable, according to the not start 
Working Time-Table, so as to avoid extreme speed, or ^^ 
loss of time. He must on no account leave any station 

«,t which he has stopped before the time specified in the 
time-tables. 

271. The engine-driver must afford such assistance to assist in 
with his engine as may be required for the formation, t?S^*^ 
:arrangement, and despatch of his train. 

The movements of the train are under the direction of Train under 

t j^ t 1 • • 1 . control of 

the Gruard, to whose instructions as to the stopping. Guard, 
starting, and general' working of the train, the engine- 
driver must pay implicit attention. 

272. Home Signals are placed at stations, junctions. Home 
sidings, and signal-boxes, and when at " Danger " no 
train or engine must pass them, or foul the crossings or 
points to which they apply, except as prescribed in 
Eegulations 49 and 275. 

Home Signals at junctions are, as a rule, so placed as to 
indicate by their positions the lines to which they apply. 

273. Home Signals at Junctions must never be passed §^ai8 at 
when at " Danger." iSt to i!i^ 

When a train has stopped at a Junction Home Signal, ^l^ger." 
and it is necessary to bring the train within the Home Trains re- 
Signal before the section ahead is clear, the signalman be brought 

>vithin sncb 
Signals. 
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may, where a Starting Signal is provided and that signal 
is at " Danger," lower the Home Signal for the train to 
draw ahead. The engine-driver of any train which has 
been thus stopped at a Junction Home Signal must, after 
that signal has been lowered, go slowly foiivard as far as- 
the line is clear, towards the Starting Signal, but must 
not pass that signal until it is lowered. 

Home 274. Home Signals at stations, sidings, and signal- 

than at boxcs (othcr than at junctions) where there are Starting 
ao°to be* Signals, must never be passed when at " Danger." 

T)as8ed fit 

« Danger," When a train has been stopped or brought nearly to 
are^startSg a staud at tlic Homc Signal of a station, siding, or signal- 
Signals. -^^^ (othcr than at junctions), where Starting Signals are 
quired to be provided, and it is necessary to bring it within the Home 
-within such Signal before the block section ahead is clear, the signal 
Signals. man may, if the Starting Signal is at " Danger," lower 
the Home Signal for the train to draw ahead. 

The engine-driver of any train which has been thus 
stopped or brought nearly to a stand at a Home Signal 
must, after that signal has been lowered, go slowly forward 
as far as the line is clear towards the Starting Signal, but 
must not pass that signal until it is lowered. 

Biiort Train In the casc of a short train or light engine, the engine- 
Jfingiue. di'ivcr must only proceed so far as is necessary to leave 

the last vehicle well clear of the points and crossings, and 

within the sight of the signalman. 

iiomcsipr- 275. Home Signals at stations, sidings, and signal 

than at boxcs (othcr than at junctions) where starting signals are 

wSre there uot providcd, must ucvcr be passed when at "Danger,'* 

StortSig except as follows: — 

,p^g^j^ When a train has been stopped, or brought nearly to a 

nubcci to be stand at the Home Signal, and it is necessary to draw it 

within such within such signal before the lino ahead is clear, the engine- 
Home Sig> 
nala. 
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driver must, on receiving verbal instructions from the 
mgnalman, draw past the Home Signal, so as to bring 

Ms train under its protection; if the signalman 

is too far from the engine-driver to be able to com- 
mnnicate verbally with him, the engine-driver must, upon 
ttie receipt of the necessary signal by hand lamp or flag 
from the signalman, pass the Home Signal, and draw 
cautiously towards the signal-box as far as the line is clear, 
and there await the verbal instructions of the signalman. 
The hand signals for this purpose must be given only by 
a green light or a green flag. 

276. When an endne-driver finds a Distant Simal at ^j^r?**®* 

" ° of Distant 

** Danger," he must immediately shut off steam, and signals, 
reduce the speed of his train so as to be able to 

stop at the Distant Signal Post; but if he sees 

that the way in front of him is clear, he must proceed 
slowly and cautiously within the Distant Signal, having 
such control of his train as tO be able to stop it 
short of any obstruction that may exist between the 
Distant Signal post and the Home Signal, and must 
bring his train to a stand as near the Home Signal as the 
circumstances of the case will allow. 

277. The engine-driver and fireman must pay imme- M^t observe 
diate attention to and obey all signals, whether the cause signals. 

of the signal being shown is known to them or not. The 
engine-driver must not, however, trust entirely to signals, ^\^ ^* 
but on all occasions be vigilant and cautious. He must cautious. 
also obey the instructions of the officers in charge of 
stations. 

278. When an engine passes over a detonator, it ex- Train to be 
plodes with a loud report, and the engine-driver must explosion of 
instantly shut off steam, and bring his engine to a stand, ^^^^^^' 
and then proceed cautiously to the place of obstruction, 

or until he receives the "All Eight " signal. 
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When 
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obstructed. 



Both Lines 
obstructed. 



279. The dbsmce of a signal at a place where a signal 
is ordinarily shown^ or a signal imperfectly exhibited^ must 
he considered a danger signal, and treated accordingly, and 
the fact reported to the signalman or station master, 

280. When from any cause, an engine, or train 
without a guard is compelled to remain upon the main 
line unprotected by fixed signals, the engine-driver must 
send his fireman, or some other competent person, with 
danger signals to protect the engine or train during the 
time it is in such a position, in the manner prescribed for 
the guards in Rules 213 and 214 ; and when an engine or 
train without a guard is stopped outside the Home Signal 
and wi^in the Distant Signal, the fireman must be sent 
back in like manner, unless the train is well covered by 
such Distant Signal. 

Should an accident happen to an engine, or train with- 
out a guard, occasioning the obstruction of both lines of 
rails, the engine-driver must, in addition to sending the 
fireman back, go himself, or send some other competent 
person, 1,200 yards in advance of the engine, to stop 
trains travelling on the opposite line to that upon which 
his train was running, in like manner as the guard is 
directed to do by Rule 213. 

281. Should an accident to a train occasion the stop- 
page of, or be dangerously near to, any line of rails used 
by trains running in the opposite direction, the engine- 
driver of the disabled train must immediately detach his 
engine (if it is able to run forward) and proceed with it 
1,200 yards from the scene of the accident, and leave his 
fireman with detonators to act as laid down in Rule 213, 
to protect the opposite line of rails; the engine-driver 
must then go forward to the nearest signal station and 
inform the signalman of the obstruction, in order that 
any train or engine running on the opposite Une may be 
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stopped, until the obstruction has been removed. In the 
course of the journey from the break-down to the signal- 
station, the engine-driver must stop any train that may 
be approaching on the opposite line, sounding the break- 
whMe, ediibiting the nccesgaxy hand-sig^ls, aad, in 
addition^ showing a red head-light at night. 

Should the engine be disabled, the fireman must, at ^Jfef^^ 
once, go forward and place the detonators on the opposite 
line of rails. 

282. Should any part of a train become detached Portion oe 
when in motion, care must be taken not to stop the front detached 
part of the train before the rear portion has either been mo^ 
stopped, or is running slowly, and the rear guard must 
promptly apply his break to prevent a coDision with the 
front portion. 

There may be cases requiring the train to be stopped, whether to 
owing to the failure of, or accident to, some part of it, otherwise 
when the prompt exercise of judgment and skill is neces- dent to, or 
sary to decide whether to stop quickly, or otherwise. i^iS^of 

train arises. 

If the engine be defective, the sooner the train can be 
stopped the better. If any of the vehicles be off the rails, 
the breaks in the rear must be instantly applied, in order 
that by keeping the couplings tight, the disabled vehicles 
may be kept up, and out of the way of the vehicles behind, 
until the force of the latter is exhausted, it being desir- 
able in such cases that the front portion of the train 
should be brought slowly to a stand. The application 
of the front breaks might, in such cases, result in further 
•damage, and they should only be applied when the dis- 
abled vehicles are in the rear of the train. In all cases 
the appUcation of breaks behind a disabled vehicle will 
be attended with advantage. Portion of 

train left on 

288. When a portion of a train is left upon the Main Main line 

_. , _ from aoci- 

Line from accident or inability of the engine to take the dent or 

•^ ° feilnre of 

engine. 
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whole forward, the engine-driver must not return for it 
on the same line, except by written instructions from the. 
guard, but must go on the proper line and cross at the 
nearest points behind the part left, which he must push, 
before him till convenient to go in front again with the 
engine. If the engine-driver finds it necessary to retunt 
to the rear portion of his train on the same line, he must, 
before starting with the front portion, send his fireman, 
back to the guard to obtain the necessary written in- 
structions authorising him to do so, and if he give such 
instructions, the guard must continue to protect his train 
in the rear, and prevent a following train pushing it 
ahead. 

When there is only one guard with the train, it is the 
duty of the fireman to ride upon the last vehicle of the 
front portion of the train until it is placed in a siding ; 
and it is the duty of the guard, after putting down hia 
break, and carefully securing the last portion of the train 
80 that it will remain stationary, to go back, and take the 
necessary steps for protecting it by signals, in accordance 
with Rules Nos. 213 and 214. 

Where two guards are employed with the train, the 
under guard must uncouple it, and ride upon the last 
vehicle of the front portion, in place of the fireman as 
directed above, the head guard taking the necessary 
measures for protecting the last portion. 

Sdrtie on ^^^' ^^^^ approaching a junction, the engine-driver 

approving must give the proper notice by whistle to warn the 

signalman of his approach, and must not, until he haE 

^duntii ^^^^ ^^^ proper signals exhibited for him to proceed, run 

aignaiBoen. afc a greater speed than will admit of his being able to 

stop his train before arriving at the Home Signal or the 

points and crossings protected thereby, or short of any 

obstruction that may exist ; and he must so stop his traia 
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if the signals are against him. The engine-driver must, |^^ 
408 far as practicable, have his fireman disengaged when against wm. 
Approaching or passing a station or junction, so that he SSt^*^ 
^bIso may keep a good look-out for signals. S?^S»^n 

or Hearing 

Should an engine-driver, on approaching a junction, junction. 
-find the proper signals lowered for him to proceed, ^^^^^^^ 
need not give the junction whistles. ^ to^®'"®* 

«rtj -n sounded. 

284 flj. Engine-drivers must not pass THROTiGHg ^^^^ 

TACING POINTS AT JUNCTIONS ON TO THE CURVE AT A tj^^ , 

through 

'SPEED EXCEEDING 20 MILES PER HOUR. facing 

points. 

285. The engine-driver must protect his engine, in to protect 
Accordance with the regulations, without reference to any ^^*^* 
telegraphic communications that may exist between sta- 

jtions or signal-boxes, and he is not in any way relieved 
Aom this duty by the existence of block or other tele- 
^aphic working. 

286. When an engine-driver requires the assistance Means to be 
»of the guard's break, he must give three or more short, engine- ^ 
^harp whistles, or sound the break whistle (when a special gSarf S^ 
whistle is supplied for that purpose), and apply the com- Jtb^s^**^'' 
munication, where such exists. attention. 

Should the guard wish to attract the attention of the 
•engine-driver, he will, in addition to using the communi- 
<»tion, where such exists, apply his break shai'ply, and 
release it suddenly. This operation repeated several 
jfcimes is almost certain, from the check it occasions, to 
attract the notice of the engine-driver, to whom the 
jiecessary Caution or Danger Signal, as the case may 
/require, will be exhibited. 

287. If, in case of accident, an engine or train is Engine pass- 
•unavoidably obliged to run for a short distance m the short ciis- 
"wrong direction on either line, the guard or fireman must wrong^iine 
go or send some other competent person back to the next ^c^ntf 
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signalman, and obtain his permission in writing for the 
engine or train to run on the wrong line to his post ; and 
the engine-driver must not, under any circumstances, 
move in the wrong direction until he has received such 
written permission. 

Bnginenot 288. No engine must be allowed to push a train of 
traSJ* ^ carriages or waggons on the Main Line, unless within 
Exceptions. Station limits, but must in all cases draw it, except under 
special regulations when assisting up inclines, or when 
required to start a train from a station. In case of an 
engine being disabled on the road, the succeeding engine^ 
may push the train slowly to the next siding or cross-over 
road, at which place the pushing engine must take the- 
lead. 
Assiatint? 289. Whcu ouc or more engines are employed to assist 
to!eavc"° a train in the rear, they must not leave the train except 
wherc^tiS at places where there are fixed signals and a man on duty. 
Signals.^ When two or more engines are employed to draw a train, 

they must not be uncoupled except at places where there 
are fixed signals and a man on duty, nor then until the 
engines have been brought to a stand. 
Light en- When two or more light engines have to pass ,at the 
coupled. same time through a block section, they must be coupled 
together before entering such section, and must not be 
uncoupled except at a block signal-box, where there are 
fixed signals and a man on duty. 
Train drawn 290. When two engiucs are employed in drawing the 
gines. same train, the engine-driver and fireman of the leading 
Dutyof ca6h cngiuc are responsible for the observance of signals; the^ 
liriw^isto engine-driver of the second engine must watch for and 
^gnais, i^Q j^jg gignaig from the engine-driver of the leading en- 
gine, but the engine-diiver of the second engine is not 
relieved from the due observance of all signals regulating 
the safe working of the line. 
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Great caution must be used in starting such a train, to 2^fe° ^ 
prevent the breaking of the couplings. 

291. Engines, when running on the Main Line with- Engine taii 
out a train, must carry a tail lamp in the rear, both by °^^' 
day and by night. 

Engines assisting trains in the rear must carry a tail 
lamp. 

Engines drawing trains must not carry any tail lamp 
in the rear. 

In the case of two or more engines running coupled to- 
gether without a train, the last engine only must carry a 
tail lamp. 

292. Should an engine-driver observe anything wrong to signal 
on the line of rails opposite to that on which his train is opp^ite 
running, he must sound his whistle and exhibit a " Danger " neS^s^? 
signal to any train or engine he may meet, and stop at the 

first signal-box or station and report to the signalman or 
person in charge what he has observed. Should he meet 
an engine or train too closely following any preceding 
engine or train, he must sound his whistle and exhibit a 
Caution or Danger Signal, as occasion may require, to the 
engine-driver of such following engine or train. 

293. The engine-driver must staiii and stop his train to start ai 
carefully and without a jerk, and pass along the proper care. 
line, which in the case of an ordinary double line, is the to mn on 
left-hand side of the permanent way, in the direction in ^^°^^ ^* 
which the engine is travelling. 

He must carefully approach all stations at which his to be 
train is required to stop, and must not stop short of or ^p/o^mi 
overrun the platform ; and he must exercise great care in n^t S?top 
passing stations where he is not required to stop. ove^' ^^ 

Should a train be approaching, stopping at, or leaving a jj^ ^f 
fitation^ on the opposite line, or should shunting operations ^^^i®- 
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mMte on \yQ going on, he must, on approaching and whibt passing, 

tunneL sound the engine whistle. The whistle must also be 

sounded on entering a tunnel, and repeated in LONa 

TUNNELS. 



6toppinf< 
•of trains. 



In stopping his train he must pay particular attention 
to the state of the weather and the condition of the rails, 
as well as the length of the train ; and these circumstancee 
must have due weight in determining when to shut off 
the steam. 

Terminal stations must be entered with special care. 



294. Should a passenger train in stopping at a station 
oveiTuu, or stop short of, the platform, the engine-driver 
must not move the train back or draw it forward until he 



Terminal 
Sations to 
be entered 
with special 
•care. 

When a 

passenger 

train over- .... 

runs, or stops rcceivcs lustrucLions from the guard in charge to do so* 
platform. Station masters, guards, and others must at once take 
steps to prevent passengers leaving the carriages that are 
not at the platform ; and as soon as the guard in charge 
has satisfied himself that all carriage doore are closed, and 
that no passengers are entering or leaving the train, he 
must instruct the engine-driver to put back or draw up 
to the platform as may be required. The engine-driver 
must sound his whistle before moving his train. 

Interval of 295. Whcrc the Block System is not in operation, no 

between train or engine must be allowed to follow any other train 

or engine on the same line, within five minutes. 

Time inter- 296. Sliould a passcuger train approach a Junction 
train^ir^" withiu tcu miuutcs after a goods, cattle, mineral, or ballast 
junctions. ^^^:^^ which it has to follow on the same line, the signal- 
man must stop it, and inform the engine-driver of the 
time that has elapsed since the previous train passed, and 
the passenger train must proceed cautiously until the 
engine-driver receives an " All Eight " signal indicatinf^ 
that the goods^ cattle, mineral, or ballast train is shonted. 
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or that there is an interval of at least ten minutes between 
saoh train and the passenger train. 

Should two trains which have to run forward on the 
same line approach a Junction within five minutes of each 
other, the second train must be stopped, and the engine- 
driver informed of the train in advance. If the first train 
lias passed more than five minutes, but less than ten 
minutes, the signalman must exhibit the Caution Signal, 
by hand, hand-lamp, or flag, as occasion may require, to 
the engine-driver of the second train. 

Note. — This rule does not apply whei^e the Block System Exception i 
is m operation, and trains are telegraphed as clear of the no?^**^ 
post in advance before the time stated has elapsed, nor to 
signal boxes at the entrance to stations at which two or 
more trains have to connect with each other: in the latter 
ease, unless special instructions for the worJcing of the traffic 
are provided, tlie signalman, before lowering tJie signal for 
a train to enter the station, must satisfy himself tJiaf the 
Uns is clear to the point tJie train has to run to, and, if he 
is in doubt, he must stop the train and cautio7i the engine- 
driver both re)'bally and by hand-signal before he alloivs it 
to enter the station. 

297. The engine-diiver must report at the first station Defect in 
at which he stops any defect in the road or works, electric ^rts,°teie. 
telegraph post or wires, or signals, which he may have SS^l)^^, 
observed, and at the end of his journey report to his °^ ^''^^ 
guperintendent, foreman, or the clerk in attendance, the R«if r* to i 

r ' ' ' made at en 

state of his engine and tender, any iiTcgular working of <>' jonmey. 
agnals, or other unusual circumstance that may have irregxiiar 

.-,.,. •' working of 

taken place on the jouniey. signals. 

298. Waggons must not be shunted into sidings, nor shunting o 

oo o » waggons 

to other waggons upon the main lines, without remaining ^^ trains 
attached to the engine, except the waggons are attended 

H 
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Shunting 
waggons 
into incline 
sidings. 



Roping 
trucks. 



Double 
shunting. 



Fly shunting 



Enginc- 
<lriver of 
Light 
Sngineto 
shunt where 
neoeBsary. 



Ooodsand 

Mineral 

Trains to 

stop as 

niarkedin 

Working 

Time-table 



by a breaksman, or other person prepared to put down 
the waggon breaks, or apply sprags, as the case may be, 
so as to prevent their coming into violent contact with 
other waggons or vehicles, or fouling other lines. 

When waggons require to be shunted into incline 
sidings, the trucks to be moved at one shunt must be 
limited to such a number as the engine can push up 
without going at a violent or excessive speed. 

298 a. When, in case of a down train, it 

IS NECESSARY TO " ROPE " WAGGONS INTO A SIDING- 
ON THE "up" side, THE ENGINE, WHILST IN THE ACT 
OF TOWING THEM, MUST, ON NO ACCOUNT, TAKE A CROSS- 
OVER ROAD, BUT MUST PROCEED AND REMAIN ON THE 
"up" main LINE UNTIL THE OPERATION IS (X)MI*LET1S, 
AND THE ROPE HAS BEEN DETACHED. ThE SAME REGU- 
LATIONS WILL APPLY IN THE CASE OF TRUCKS ROPED 
FROM AN "up" train INTO A SIDING ON THE "DOWN" 
SIDE, BUT IX THIS LATTER INSTANCE THE ENGINE MUST 
PROCEED AND REMAIN ON THE "DOWN" MAIN LINE. 

290. Double shunting is strictly prohibited, except 
when done by engines specially used for the purpose of 
shunting, and attended by experienced shunters. 

Fly shunting of empty vehicles against loaded pas- 
senger trains, and of vehicles containing passengers or live 
stock, is strictly prohibited. 

300. When a light engine is running on the line un- 
accompanied by a guard, the engine-driver will be held 
responsible for shunting where necessary for trains to pass^ 
and for carrying out the instructions prescribed for the 
guard in Regulation 222. 

801. Goods and Mineral Trains must stop at the 
places specified in the Working Time-table, unless, on ap- 
proaching a station or siding, a signal is given bj the 
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. station master or signalman, by hand-lamp or flag, that 
, it is not necessary for the train to stop. When this is Exceptioiv 
. done, the train may run past the station or siding with- 
out stopping, unless there are waggons or goods to leave, 
.when the engine-driver will have instructions from the 
guard to stop. In the case of a train timed to stop at a 
station or siding " when required," the engine-driver of ^Jj^^^ 
such train must stop at the station or siding, unless he stop «whoa 

. 1 1 • 1 T • 1 • required.** 

receives a hand signal to proceed without stopping. 

302. Special Trains, whether passenger, fish, horse, |p^^^ 
cattle, goods, coal, or otherwise, must be run as nearly as Trains, 
practicable at the same rate of speed as corresponding 
trains shown in the Working Time-table, and of which they 

may form a part ; and the speed of Special Trains must 
in no case exceed that of such corresponding trains, 
unless under specific instructions from the superintendent 
of the line. 

303. Should any vehicle in a train be on fire, the Train on 
train must be stopped, and the guard must protect it in 
compUance with Eule 218. The under guard or fireman 
must detach the vehicles in the rear of those on fire, aud 

the burning vehicles must be drawn forward to a distance 
of fifty yards at least, and then be uncoupled, and left 
until the fire can be extinguished, to effect which every 
effort must be made. 

304. Should an engine-driver observe a train or Train at 
•engine at a stand, on the opposite line to that on which opposite 
he is travelling, obscured by steam or smoke, he must soured by 
sound his whistle and approach it very cautiously, so as sS^.®^ 
to be able to stop if necessary. 

305. A Green Flag or a Green Light, exhibited by Platelayers' 

Platelayers, indicates that trains and engines must re- lednoe speed. 

duce speed to fifteen miles an hour over the portion of 

line protected by such Green Signal. 
h2 



r ^ 
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toSfi^m ^^^' When a train or engine has to be shunted from 
Sne^Sie ^^® Main Line to the other to allow a following train to- 
other to pass, such train or engine must be set well within the 
another to Home Signal, so as to be efficiently protected by it from 
^^^' any train or engine approaching from the opposite 

direction. 

from on(f ^^^* W^®^ ^^y tvsin. or engine is shunting from one 
une to line to another, after sunset and in foggy weather, the 

another ooj * 

after sunset, Head and Side Lights of the engines must be reversed so 
Z^hel^' as to show Red against any other train or engine travel- 
ling on the line of rails obstructed by the train or engine 
so shunting. 

lights on. Shunting engines employed exclusively in station yarda 
Kn^esf and sidings must, after sunset and in foggy weather, carry 
both Head and Tail Lamps showing a Red Light. 

-"T ®1 ^, '^08. Engine-drivers, after taking water from tanks or 

water tanks o ^ o 

mn»t^ water columns, must be careful to leave the hose or water 
back. crane clear of the main line and properly secured. 

sm^e from 309. Engiue-drivers must so arrange their fires as to 
avoid any unnecessary emission of smoke from their 
engines whilst standing at or passing stations. 

Engine- 810. The eugine-drivcr, when on duty must not leave 

^^Bng^iV. his engine unless it is absolutely necessary for him to do 

so, and, under no circumstances, without a man being 

left in charge of it, and the engine is in a siding, and out 

of gear, and with the tender-break hard on. 
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INSPECTORS, GANGERS, 
PLATELAYERS, AND OTHERS 

EMPLOYED ON THE PERMANENT-WAY. 



311. In each gang of platelayers or men repairing the ^^^W^^^ 
Permanent-way, there shall be a foreman or ganger ; and with Regu- 
the Inspector of Permanent- way for the district mustworMng 
take care that every such foreman or ganger is provided si^t^f**^^ 
with a copy of these Eegulations, a Working Time-Table m^ent^Jiy 
for the current month, the proper signals, and a Perma- ^*"«®- 
nent-way gauge. 

312. Each gang of platelayers or labourers must be Lamps and 
supplied by the Inspector of Permanent- way for the dis- suppued. 
trict, with two sets of day signals, two hand-signal lamps, 

and a proper number of detonators. Each ganger will 
be held responsible for having his signals constantly in 
proper order and ready for use. 

313. Each foreman or ganger must constantly have Riiiesmust 
with him, when on duty, a copy of these Regulations, explained to 
which he must read and explain to every man engaged °^^°* 
under him, and produce when required. 

314. The inspector must take care that all Regula- observance 
tions are observed, and report any departure from them to tions. 
the engineer. 

315. Each inspector must have a register of the name inspectonto 
and place of residence of all the men employed in his SfllSSIlSS 
district, so that, in case of accident, he may be enabled S^^®' 
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Must sum- to summon them immediately to assist in anyway that 

mon men in •' «/ ^ 

emergency, may DC required ; and should any obstruction take place^ 
caused by snow, frosts, slips, or other sudden emergency, 
he must immediately collect the number of men required. 



Signals to be 
used. 



Meaning of 
Signals. 



Working of 
Pixed 
Signals 
when Plate- 
layers are at 
work withiu] 
Station 
limits, or 
near inter- 
mediate 
Signal- 
boxes. 



Platelayers 
to send out 
a Flagman. 

Plagman. 



316. The signals to be used by the men engaged in 
repairing the permanent-way are red and green flags,., 
hand-lamps, and detonators. The iiags must be used 
during daylight, the lamps after sunset and in foggy 
weather, and the detonators at all times when necessary. 

The Red and Detonating Signals indicate "Danger,'* 
and must be used when it is necessary to stop a train. 
The Green Signal indicates "Caution," and must be used 
when it is necessary to slacken the speed of a train. The 
Red Signal must not, on any account, be used except in 
cases of danger, and when it is necessary that a train 
should be stopped. 

317. "When it is necessary to change or turn a rail^ 
or in any manner to obstruct the line, or to do any work 
to the permanent- way, between the distant signals of any 
station, junction, or any inteimediate signalling place, of 
a character to make the exhibition of a signal at all neces- 
sary, the permission of the signalman in charge of the 
fixed signals must be first obtained by the foreman plate- 
layer, and the work must not be commenced until the 
signals have been placed at "Danger," and the signals 
must remain in that position until the signalman is 
informed by the same platelayer that the line is again 
clear, and safe for the passage of trains. 

The platelayers must, in addition, protect their opera- 
tions by sending out a flagman as ordered by Rule 821. 

"When a flagman, in going back to stop a train, passes 
any signal station or junction, he must request the signal* 
man to keep at "Danger" the signals of that station or 
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junction, to protect the line which is obstructed, and the 
signahnan so instructed must not take oif his signals 
until the flagman or foreman platelayer in charge of the 
work has informed him that the obstruction has been 
removed, and that the line is clear ; the object being that 
the signalman and platelayers shaU not show contrary 
signals to approaching engine-drivers. 

318. Platelayers and labourers must not, except in Fixed sig- 
case of emergency, or as provided in Rule 817, avail be used 
themselves of the Fixed Signals, and must, in all cases, l^Sot 
use their own special signals for their own purposes. emergency. 

819. Where the line is not worked under the Block Passenger 
Telegraph Regulations, if a Passenger Train approach lowing 
within ten minutes of a Goods, Cattle, Mineral, or Ballast other trains 
Train, or Light Engine, the men repairing the line must tic^cT"" 
give the engiue-driver of such Passenger Train a signal 

to go slowly. 

820. Should a Ballast Train have to discharge or take Baiiast train 

° discharging 

np materials on the Main Line between two Block Signal- or taking np 

Tfc 1 1 n t • t n •! materials on 

Boxes, the guard of such tram must, before entering the Main Line 
section, inform the signalman in charge of the Block t'^'m^^ 
Signal-Box there of the fact, so that he may be aware of ^^*^"^^^ 
the proposed occupation of the line, and give any iastruc- 
tions that may be necessary as to the shunting of the 
Ballast Train for other trains. 

821. Previous to any truck, lorry, waggon, or other Protectionof 

• -.• 1. ^I| II* •! I i^'^'^" liLne 

impediment being placed upon the hne ; or m the event in case of 
of any ballast train or other train being obliged to remain ®^*"^® ^°* 
stationary on the Main Line, or to move slowly, so as to 
be in danger of being overtaken ; or in case of any slip or 
failure of the works, or if, from any other cause, the line 
is not safe, the Danger Signal must be plainly exhibited, 
and two detonators placed upon the line, ten yards apart^ 
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at a distance of not less than three-quarters of a mile 
from the point where any impediment or danger ezists, in 
the direction of any coming train or engine, even if no 
train or engine is expected, by the foreman or ganger, or 
by a competent man appointed by him to do the duty, 
who must continue to exhibt the signal until a messenger 
arrives with express orders from the foreman or ganger to 
withdraw the signal, which order, however, must not be 
sent until the impediment or obstruction is completely 
removed, 
oiwtrnction If the impediment or obstruction renders both Lines 
line or both uusafe, or occurs on a Single Line of railway, the ganger 
Double line, must scud out "Danger" Signals, and have two detonators 
placed on the line, ten yards apart, not less than three- 
quarters of a mile in both directions. 

Obstructiori Should the distance of not less than three-quarters of a 
tu^ei. mile fall within a Tunnel, or close to the mouth of a 
Tunnel, nearest to the obstruction, or in any other posi- 
tion where, owing to the formation of the line, or from 
some other circumstance, the engine-driver of an approach- 
ing train or engine would be unable to obtain a good and 
distant view of the signal, then the signal must be ex- 
hibited at the end of the Tunnel farthest from the obstruc- 
tion or unsafe portion of the line, or at such a distance 
over and above the prescribed distance of not less than 
three-quarters of a mile, as may be necessary to ensure the 
engine-driver obtaining a good and distant view of such 
signal. 

signaia 322. Bcforc a rail is taken out, during relaying opera- 

JS^Jg. tions, or when the line is not safe from any cause, a 
"Danger" Signal must be exhibited, and two detonators 
placed on the line, ten yards apart, at a point at least one 
mile from the place of obstruction ; and, in case of a single 
line, this must be done in both directions. 
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In all cases, before taking oat a Bail, the platelayer changing 
must have at the spot a perfect Rail in readiness to re- ^*"* 
place it. 

823. When repairing, lifting the line, or performing signals 
any operation so as to make it necessary for a train to pfdringiine. 
proceed cautiously, the foreman or ganger must send 
a man back at least half a mile, and as much further 
as the circumstances of the case render necessary, who 
must exhibit the " Caution " Signal so as to be plainly 
\isible to the engine-driver of the approaching train. 

324. In no case, except in the most absolute necessity, J^p^j^ 
is a rail to be displaced, or any other work to be per- in foggy or 

,•*■•' •*• snowy 

formed, by which an obstruction may be made to the weather, 
passage of the trains during a fog or snow-storm, and absolutely 
the times for eflPecting repairs which involve the stopping "®°®^®^' 
of trains must, as far as practicable, be so selected as to in- 
terfere as little as possible with the passage of the trafl&c. 

325. A Green Flag,^or a Green Light, exhibited by Platelayers' 
Platelayers, indicates that trains and engines must reduce reducespeea, 
speed to fifteen miles an hour over the portion of line 
protected by such Green Signal. 

The " Caution " Signal must always be exhibited at Distance 

at which 

a distance of at least half a mile from the point where caution 
it is required, that the speed of trains and engines should be^xiiiblted. 
be reduced, and as much further as the circumstances of 
the case render necessary. 

826. When a Lorry or Truck is used for conveying o/Lor^^or 
anaterials or men alone: the line, it must be taken in the T"1*^M" 

° ' Main Line. 

same direction as the trains run, and followed at a 
distance of not less than three-quarters of a mile by a 
man with Danger hand-signals and detonators. In the 
case of a Single Line, the Lorry or Truck must be 
protected in both directions. 
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Lorry not to 
beruuin 
wrong direc- 
tion. 

Lorries to be 
placed on 
Line by 
Platelayers 
only. 



Lorry not to 
be attacheil 
to train, and 
to be left 
dear of 
Main Line. 



Main Line to 
be clear ten 
minutes be- 
fore train 
is due. 
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Masters, 
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men. 

Ballast 
Quards to 
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General 
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Ballast 
Trains not 
to work on 
Main Line 
during fog. 

No Ballast 
Train to be 
rmi, or 
Lorry used, 
except 
dnring day- 
Ught. 
If uscdbv 
night or in 
^oggy 
weather. 



On no occasion must a Lorry be run in the wrofng 
direction on any line. 

327. No Lorry must, in any case, be placed on the 
line, except by the Platelayers, and with the knowledge 
of the Ganger, who is responsible for seeing it properly 
protected and used. 

328. No Lorry must, under any circumstances, be 
attached to a train, and all Lorries, when not in use^ 
must be taken off the rails, placed well clear of the Une,. 
and the wheels secured with chain and padlock. 

329. No Ballast Train, Waggon, Truck, Lorry, or 
other impediment must be allowed to be on any part 
of the line within ten minutes of a train being due ; and 
excepting in cases of accident, or absolute necessity, 
all repairs must be effected, and the line made clear 
and safe for the passage of trains not less than ten 
minutes before a train is due. 

All persons in charge of Ballast Trains must obey the 
orders of the Station Masters, Inspectors and Signalmen^ 
so far as relates to the time of their running on the line, 
and no Ballast Engiue-Driver must leave a siding without 
the permission of the person in charge of the Signals. 

Ballast Guards are responsible for carrying out Regu- 
lation 213, and all other regulations prescribed for 
guards for the protection of trains. 

330. Ballast Trains must not work on the Main Line 
in a fog, except when authorised under special circtun- 
stances, and no Ballast Train, Waggon, Truck, or Lorry, 
must be used, if possible to avoid it, except during day- 
light, and when the weather is sufficiently clear for a 
signal to be distinctly seen at a distance of half a mile. 
But when necessary to use Ballast Trains at night, or 
during a fog, a lighted Red Tail Lamp and two lighted 



INSPECTORS, GANGERS, PLATELAYERS, &C. 107 

Bed Side Lamps must be attached to the last vehicle of 
the train. By day the usual Tail Lamp must be attached 
to the last vehicle. 

381. Any accident to a train or engine, or failure of t^'J^^J*^ 
any part of the works affecting the safety of the line, ^J^^g® Jj*^ 
must be reported as soon as possible to the nearest reported. 
Inspector of Permanent Way and to the Station Masters 
on both sides of the point at which the accident or failure 
has occurred ; and in the event of a signal station inter- 
vening between the point of accident or failure and the 
nearest station in either direction, the occurrence must 
also be reported to the signalman on duty. 

In conveying intelligence of, or in summoning assist- summoningr 
ance to, any accident or failure, a platelayer must be sent 
as quickly as possible to the next gang in each direction, 
from which a platelayer must in like manner be sent to 
the next or more distant gang, until information of the 
accident has by tliis means reached the nearest station in 
each direction and the necessary assistance has been 
obtained ; the platelayers of each gang proceeding without 
loss of time to the place at which their services are 
required. 

332. Each Foreman or Ganger must walk over his Foreman or 
length of line every morning and evening on week-days, waik over 
and, where passenger trains are run, once on Sundays, iinef"^ 
and tighten up all keys and other fastenings that may be 
loose; and he must examine the line, level, and gauge 
of the road, and the state of the joints, marking, and, if 
necessary^ repairing such as are defective. 

All Points and Crossings must be carefully examined, c?08sL"^^tc 
and, if necessary, adjusted. be examined 

Broken Signal Wires must be temporarily repaired until ^^^^^y^^^ 
the regular signal-repairer can attend to them. to be 
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Obfitrootions 
to proper 
working of 
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removed. 
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Signal 
for Train 
following. 



Special 
"Trains run 
without 
notice. 



Lifting of 

Fermaneut 

way. 



Ballast not 
iobe 
thrown up. 



Bails to be 
kept dear. 



Any obstruction to the proper working of the Signal 
Wires or Signals must be removed. 

The Ganger must take care to maintain proper Scotches 
on all sidings requiring them. 

333. Each Foreman or Ganger must report to the 
Inspector of Permanent-way every case in which any 
Signal is disregarded by an engine-driver; also when 
any telegraph pole appears to be in an unsafe state, or any 
of the wires are broken, slack, entangled, or touching each 
other or any building. He must also see that all grass, 
boughs of trees, and rubbish are removed from the 
electric telegraph and signal wires. 

334. A Red Board, or a Red Flag by day, or an extra 
Red Light by night, attached to the last vehicle of a train 
or engine, denotes that an extra train or engine is to 
follow; and platelayers are required to look for such 
signals on the last vehicle of the train. But as Special 
Trains or engines have frequently to be run without 
previous notice of any kind, it is necessary, at all times, 
to be prepared for such extra trains or engines. 

335. In lifting the Permanent-way, no lift must be 
greater than three inches at once, and then it must be 
effected in a length of at least twenty yards, in such a 
manner as not to occasion any sudden change of gradient. 
Both rails must be raised equally and at the same time, 
and the ascent must be made in the direction in which 
the trains run. 

336. No ballast must be thrown up to a higher level 
between the rails than three inches, and it must be thrown 
as much as possible on the outside of each line, and 
between the two lines. The rails must be kept clear of 
gravel, ballast, or any other material. 
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837. No wa^on, or other vehicle, employed in the per- waggons ia 
manent-way department, must be left in any siding with- 1^% 
out the wheels nearest to the entrance into the main line ^^ 
being properly scotched and secured. 

838. No blasting must be allowed on any slopes or else- no blasting 
where, on or near to the railway without the authority of thonty o?*^ 

+l*rv »«,^*«/vrv» engineer. 

the engineer. 

339. Gangers must close and fasten all gates they find crossing 
open, and report the circumstances, in order that the per- closed ana 
sons who are required to keep such gates closed and fast- ^ °" 
ened may be charged with the penalties. 

340. Each foreman or ganger is required, in the event Examina- 
of a flood, to examine carefully the action of the water in case o* 
through the culverts and bridges on his length of line ; ^ * 
and should he see any cause to apprehend danger to the 
works, he must immediately exhibit the proper signals for 

the trains to proceed cautiously, or to stop, as necessity 
may require, and inform the inspector thereof; and until 
the inspector arrives he must take all the precautionary 
measures necessary for securing the stability of the line. 

341. In the event of any fire taking place upon or Fire upon 
near the line, the men employed on the line must take Liiie!'*'^ 
immediate measures for putting it out. 

342. Gangers must oil and keep clean the working cleaning of 
parts of Points and Signals, unless the duty is otherwise SgSaLT"^ 
specially provided for. 

848. Each foreman or ganger must keep his portion Line to be 
of the line clear and safe, and the fences in perfect repair ; and^safe?^ 
and in the event of any sheep, cattle/ or other animals Fences to be 
getting within the fences, he must immediately remove ^p*^""^ 
them, and report the circumstance to the Inspector of ^**^®®'* 
Permanent-way. 
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Defects to be 344. Foremen or gangers must see that all broken 

immediately , . mi x-l j i» !.• i. • i 

repaired, cnan's, rails, sleepers, or other defective materials, are re- 
moved from the road with the least possible delay, and 
sound materials substituted. 

Implements All tools, rails, slcepers, pieces of iron or wood, or other 
Sis^be implements or material, must be carefully placed so as to 
rSs.*'^^^ °^ be quite clear of the line, and not within two feet of the 
rails. 

Responsi- 345. Each Inspector of Permanent-way will be held 
security of responsible for the security of all rails, chairs, and sleepers. 

Rails Chairs ' i r ^ 

and other ' and othcr permanent- Way materials in his district, and 
ma ena 8. ^j^^^ must be kept clcar of both lines and properly stacked. 

Security of 346. All tools and implements required for the repair 
implements, of the line, must, when not in use, be kept locked up in a 
building or in boxes, for the security of which each fore- 
man or ganger on his own length of line is responsible. 

Platelayers 347. Platelayers and labourers must desist from work 

dear of upou a train approaching, and must stand clear of all the 

^^^' lines, to secure themselves from the risk of passing trains. 

Working in 348. Each platelayer working in a tunnel, when trains 
"^^ ^* are approaching in both directions, must, if he be unable 
to reach any recess in the walls, lie down either in the 
space between the two lines of rails, or between the Kne 
and the side of the tunnel, until the trains have passed. 
The width of the space depends on the construction of 
the tunnel, with which every man must make himself 
acquainted, in order that he may select the place which 
affords the greatest safety. 

Materials ^^^' -^^^ foreman or ganger will be responsible for 
SSS to'te" collecting any coupling-chains, hooks, pins, iron, or o&^ 
coueoted. materials which may be found on the hne, and for hayJiiK 
them conveyed to the nearest station weekly. 



INSPECTORS, GANGERS, PLATELAYERS, &G. Ill 

350. All Luggage, Goods, or articles found on the ^^«e^^ 

_ _ &iicl Goods 

line, must immediately be taken to the nearest station, found on 
and a report made containing the best information that taken to 
can be obtained respecting the train from which they may station. 
have fallen. 

351. Each ganger must, when going over his length Articles a 
of line to examine the keys and fastenings of the rails, have^when 
have with him a supply of keys, nuts, and packings, as leysMiT^ 
well as a gauge, keying-hammer, and spanners or nut ^^^^s^. 
keys. 

352. When a horse is used on the railway, a man control of 
must, in all cases, have hold, of its head, whether the *^"**^ 
horse is drawing vehicles or otherwise. 

353. Platelayers and other Workmen of the Company, compauy's 
holding third-class passes, must ride in a third-class car- not to^v< 
riage, and, whenever possible, in a compartment by^ngere?* 
themselves separate from passengers. When a large 
number of Workmen travel by the same train, carriages 

will be provided for their use, and they must ride in these 
•carriages only. 

354. Gangers must order oflf the railway all persons Trespassers 
trespassing within the fences in their districts, and, if 

such persons persist in remaining, they must take them 
to the nearest station and give them in charge of the 
station master or police. 

N.B. — The attention of every Flatelaye)' is also directed 
to Regulations Nos. Ql to 71 (Signalling in Foggy Weather 
or during Snoiv-storms). 
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REGULATIONS 

FOE WORKING 

SINGLE LINES OF RAILWAY BY 
TRAIN STAFF AND TICKET. 



Train Staff 355. A Train Staff or Train Ticket must be carried 
S« carried, with cacli train or engine, and without this Staff or 

Ticket no train or engine must be allowed to travel on 

the line. 

No train to 356. No train or engine must be permitted to leare 
staS Sfif ^ any Staff Station, unless the Staff for that portion of the 
the station, jj^^ ^^.^j, wWch it is to travel is then at the station. 



Signals at 

Crossing 

Stations. 



357. At stations where trains have to cross each other^ 
all Signals must be kept at "Danger," except when re* 
quired to be lowered to admit a train, and when trains, 
which have to cross each other, are approaching the 
station in opposite directions, and the Signals have been 
lowered for one train, they must not be lowered for the 
other train until the first train has come to a dead stop, 
and the signalman has seen that the line on which the 
other train will arrive has been left quite clear. 

358. The person in charge of the station for the 
time being is the sole person authorised to receive and 
deliver the Staff or Ticket. 

When staif 359. When a train or engine is ready to start from a 
^vrato station, and no second train or engine is intended to 
^S^^' follow before the Staff will be required for a train in the 



Cnstody of 
Staff. 
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-opposite direction, it is the duty of the person in charge 
•of the station to give the Staff to the engine-driver, who 
^vill then place it in a socket provided for that purpose 
-on the engine. 

3G0. If other trains or engines are intended to follow wuen 
in succession before the Staff can be returned, a Ticket S te^^^a 
indicating that the Staff is following must be given hy dri?S?"^ 
the person in charge of the station to the engine-driyer 
of the first train or engine, the Staff for the section 
being shown to him, and so on with any other 
train or engine, except the last, the Staff itself being 
given to the engine-driver of the last train or engine, as 
directed in Regulation 351). After the Staff has been 
sent away no other train or engine must, under any cir- 
<3umstances, leave the station to follow in the same direc- 
tion until the Staff for that station has been returned. 

361. No engine-driver with a train or light engine Engine- 
must leave a station until he has received the proper stMt^tii^ 
Staff or Ticket for that section of the line over which he J^^ea tb© 
is about to travel, and he must not take the Staff or ^^^ 
Ticket, from any other than the pei-son in charge of the 

station for the time being. After receiving the Staff or signals. 
Ticket he must not start until the proper signals have 
been exhibited, and, when with a train, until a signal 
has also been given by the guard. On arriving at the staiTor 
station to which the Staff or Ticket extends, such Staff ^venu^** 
or Ticket must immediately be given up to the person in 
•charge of the station, to be dealt with as the latter may 
be instructed by the Superintendent of the Line. 

362. An engine-driver will render himself liable to Penalty £« 
dismissal if, under any circumstances, he leaves a Staff ^^er'" 
Station without the Staff or Ticket for the section over iJJjJSft 
which he is about to run ; or, if he leaves with a Ticket, tiSiLw 
without having also seen the proper Staff. 

I 
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staflp. Boxes, 3G3. Each Staff has en^^aved or marked on it the 

and Tickets. ° 

name of the Staff Station at each end of the section to 
which only it applies. The Staff, Boxes, and Tickets for 
the different sections are painted and printed in different 
colours. 



Tickets to be 
kept in a 
box, of 
"which the 
Staff is the 
key. 



Record of 
Tickets is- 
sued. 



Bpai'e 

Tickets to be 
locked up. 



Place for 
StafE when 
at Station. 



Not to take 
Staff or 
Ticket be- 
yond proper 
Station. 



Special 
Trains. 



Trains 
ftsgistcd by 
second en- 
gine. 



364. The Tickets must be kept in the proper Ticket- 
box fastened by an inside spring, the key to open the 
Box being the Staff for the same section as the Box, so 
that if the Ticket-box is kept locked, for which the 
person in charge of the station will be held strictly re- 
sponsible, access to the Tickets cannot be obtained unless 
the proper Qtaff for the section is then at the station. 

364 a. The station master must keep a record 

IN A BOOK OF each TICKET ISSUED, SHOWING THE 
NUMBER OF TICKETS AND THE PARTICULAR TRAIN OR 
ENGINE FOR WHICH IT IS ISSUED. 

365. All spare Tickets must be kept under lock and 
key, and in the care of the person in charge of the 

station. 

?i(!}(j. The Staff, when at the station, must not be kept 
in the box, but on the brackets outside of it. 

3C7. Engine-drivers must be extremely careful not to 
take the Staff or Ticket beyond the station at which it 
ought to be left. 

368. Wlien a Special Train or Engine has to be run, 
the usual Special Train Tail Signal must be attached to 
the preceding train for the guidance of the platelayers 
and others employed on the line. 

869. '\Mien trains are assisted by a second engine in 
the fi'ont, the leading engine must carry the Staff or 
Ticket ; but when the assistant engine is behind pushing 
the train, the train engine must carry a Ticket, and the 
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assistant engine the Staff, except in cases where the train 
and assistant engine are travelling over the entire length 
of section, and have to be followed by another train or 
engine, when the train and assistant engine must each 
have a Ticket. "When the assistant engine is intended to 
return to the station from which it started, without 
running through the entire section it must always carry 
the Staff. 

370. In the event of an engine which carries the Staff Engine cm 
breaking down between two stations, the fireman must disabled. 
take the Staff to the Staff Station in the direction whence 
assistance can be obtained or expected, in order that the 

Staff may be at the station on arrival of the engine. 
Should the engine that fails be in possession of a Ticket Engine 

*=> ^ carrying 

instead of the Staff, assistance must only come from the Ticket, dis 

abled. 

station at which the Staff has been left. But if assistance 
can be more readily obtained at a station other than that 
where the Staff is, immediate steps must be taken to have 
the Staff transferred to the other end of the section. The 
fireman must accompany the assistant engine to the place 
where he has left his own engine. 

371. Should the accident be of such a nature as to when line 
block the road, and the traffic is likely to be stopped for ^^^ ' 
any considerable time, special arrangements must be 

made for working the trains to and from the point of 
obstruction on each side. The Train Staff Regulations 
must be carried out on that side where the Staff is at the 
moment of the accident, and, on the other side, the traffic 
must be conducted by a pilotman, to be appointed by an 
order in writing, and the person in charge of each end of 
the section worked by the pilotman must have a copy of 
8uch order. 

872. When the Line is again clear, no train or engine when Lino 
must be allowed to pass the point of obstruction without after^g 

blocked. 
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Sullnst 
O'rain at 
mork on 
the Line. 



JStfiff Sta- 
tions slionrn 
In Working 
Tinio-tnbles 
or Appen- 
dices. 



J'onn of 
Train Staflf 
Ticket. 



the Staff and the pilotman. The pilotman must accom- 
pany the train or engine carrying the Staff to the Staff 
Terminal Station, when the traffic will be again conductedi 
according to the Train Staff Regulations. 

373. When a Ballast Train has to work on the Line, 
the Staff must be given to the engine-driver in charge of 
it. This will close the Line whilst the Ballast Train is at 
work. The Ballast Trahi must proceed afterwards to 
one of the Staff stations to open the Lmc, before the 
ordinary traffic can be resumed. 

374. The Working Time-tables or Appendices, issued 
for the guidance of the senants, will contain the necessary 
information from time to time as to the places which arc 
appointed Staff Stations. 

FORM OF TRAIN STAFF TICKET. 



Ticket No, 



London, Chatham, and lover Eailway. 

TRAIN STAFF TICKET. 



Train No. 



m.from 



to 



To Bngijwman and Guard, 

Tou are authorised to proeced from 



TO 



Ami tlw Train Staff will follow. 



Signed,_ 



Date, 



Officer in charge at 



[8EK OYER.] 
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{Bach of Ticket,) 

When this Ticket is given to the Engineman, he must, 
before starting, see the Train Staff for the section which 
he is about to enter. 

This Ticket is to be given up by the Engineman imme- 
diately on arrival to the Chief Officer on duty at the Station, 
to which he is authorised to proceed, and such officer will 
be held responsible for this and all such Tickets being at 
once cancelled, and forwarded to the officer appointed to 
receive them, so as to prevent the possibility of their being 
used a second time. 
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REGULATIONS 



FOR WORKING 



SINGLE LINES OF RAILWAY BY 

PILOT GUARD. 



trains. 



Pilot Guard, 
wlien practi- 
cable, to 
accompany 
every train. 



Exception. 



i>res8. 875. The Pilot Guard will be distinguished by a 

special dress or badge; and no train or engine must, 

tostaS^tS^ under any circumstances, be allowed to run on the Line 
unless it is either accompanied or personally started hy 
the Pilot Guard wearing such dress or badge. 

376. The Pilot Guard will, when practicable, accom- 
pany every train ; but, when it is necessary to start two 
or more trains from one end of the section under hiet 
control before a train has to be started from the other 
end, the Pilot Guard must furnish the guard in charge of 
each train not accompanied by himself with one of the 
printed Pilot Guard's Tickets, where such are provided, 
properly filled up and signed, and personally start such 
train, and must himself accompany the last train. The 
ticket granted in this case will apply only to the single 
journey to the other end of the section, where it must be 
immediately given up to the person in charge of the 
station, to be dealt with as the latter may be instructed 
by the Superintendent of the Line. The engine-driver 
must not start his train without seeing the Pilot Guard,, 
and, in case the Pilot Guard does not accompany the 
train, until he has received from the guard of his train 
the Pilot Guard's ticket authorising him to proceed. Aa 
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"engine-driver working an engine, unaccompanied by a Engine- 
guard, must observe the same regulations as herein laid ing tram 

J n J 'J.-!. J. • without 

down for a guard with a tram. Guard. 

377. Previous to starting any train, the Pilot Guard starting of 
must ascertain from the guard of the train that all is right, 
and that he is ready to go on. 

878. In the event of a train accompanied by the Pil6t Disabled 
Guard becoming disabled, the Pilot Guard must make the 
"best arrangements the circumstances of the case allow for 
procuring assistance with the least delay. 

In the event of a train unaccompanied by a Pilot Guard 
becoming disabled, the guard in charge must take the 
necessary steps for the protection of his train, and com- 
municate with the Pilot Guard as soon as possible. 

379. No train or engine must be allowed to enter signalman 
upon any single hue section without being stopped by the iSdessrun- 
signalman, who must not allow it to pass until he has SShorfty of 
made himself perfectly satisfied that the Pilot Guard is ^^^^""^ 
-accompanying it, or has given authority for it to start. 
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REGULATIONS 

FOR WORKING 

SINGLE LINE BY ONE ENGINE 
ONLY AT THE SAME TIME. 



One Engine 
in steam, or 
two or more 

-K-oupled to- 
getha*, only 
on Line at 

• liaiae time. 



Disabled 
engine or 
train. 



380. Only one engine in steam, or two or more coupled 
together, which are then to be treated afi one engine oi- 
train, must be allowed to be on the line at one and the 
same time, except in the case of an engine or train be- 
coming disabled and requiring assistance, or an accident 
occurring which renders it impossible for the engine to 
proceed, when the guard in charge must instruct the 
engine-driver to keep the engine stationary until his 
return, and then make the best of his way to the station 
whence assistance can be obtained, and inform the person 
in charge there of the circumstances, who will, on receipt 
of such information, allow a second engine to enter the 
line. The second engine must be accompanied by the 
guard of the disabled engine or train, who must explain 
to the engine-driver where, and under what circumstances, 
the disabled engine or train is situated. 

Guard re- 381. The guard of the disabled engine or train will be 
B^eworktog bdd responsible for the safe and proper working of the 
line until both engines have left it, and it is again clear. 

382. Should an engine without a guard become 
disabled, the fireman must perform the duties prescribed 
for the guard. 

883. All points on the Single Line or giving commu- 
nication with it at intermediate stations and sidings must 
be kept securely locked, except when they are actually 
being used for the purpose of shunting vehicles with tlie 
engine working the line. 



of Line. 



In absence 
of Guard, 
Fireman 
responsible. 



Points to be 
kept locked. 



